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PREFACE 


This  is  the  first  attempt  of  the  Bureau  of  Land  Management  to  put 
together  in  one  handbook  guidelines  for  a  Bureau-wide  signs  program. 
It  is  intended  that  the  handbook  will  be  a  means  of  keeping  our  stand- 
ards high,  achieving  uniformity,  and  co-ordinating  the  signs  activity 
throughout  the  various  offices  and  functions  of  the  Bureau. 

The  contents  of  this  handbook  do  not  cover  all  signing  situations  that 
might  exist  or  arise.  The  guidelines  are  necessarily  general  and  are 
not  intended  to  curtail  the  initiative  and  ingeniiity  of  the  operating 
personnel.   Sections  9130,  9131,  and  9132  give  instructions  which  will 
be  incorporated  in  the  BLM  Manual.   Sectior*  9135  is  handbook  type 
material  giving  more  detailed  procedure  and  numerous  illustrations  of 
signs  and  sign  uses. 

We  intend  to  revise  and  supplement  this  publication  as  necessary.  We 
welcome  and  encourage  comments  and  suggestions  for  improvements.  Good 
photographs  of  all  types  of  signs  are  constantly  needed  and  will  be 
welcomed  for  use  as  additional  or  replacement  illustrations.   Please 
send  glossy  prints  ^"x5"  or  larger  with  complete  data  as  to  district, 
subject,  use,  location,  and  identification. 

This  handbook  is  designed  largely  for  use  by  BLM  personnel  in  State  and 
District  Offices  in  conjunction  with  project  and  operational  activities. 
Much  valuable  material  was  obtained  from  signs  handbooks  of  other 
Government  agencies.  All  State  offices  have  been  furnished  copies  of 
the  following  important  reference  publications.  These  publications  con- 
tain much  detailed  design  procedure  which  should  be  used  by  all  persons 
designing  BLM  signs  to  supplement  data  included  in  this  handbook. 

1.  "Manual  on  Uniform  Traffic  Control  Devices,  United  States 
Department  of  Commerce,  Bureau  of  Public  Roads,"  which 
gives  standards  for  all  traffic  control  signs. 

2.  "American  Standard  Specifications  for  Industrial  Accident 
Prevention  Signs,  American  Standards  Association, "  which 
gives  standards  for  all  safety  signs.  ^ 
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3'   "Sign  HsmdlDOok,  United  States  Department  of  Agriculture, 
Forest  Service."  Appendices  I  and  II  of  this  book  give 
standard  alphabet  designs  for  various  sizes  and  styles 
of  block  letters. 
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9130 . 01  Objective  and  Policy. 

A.  Signs  and  posters  shall  be  used  as  necessary  to  insure  effective 
administration^  management^  and  protection  of  the  public  lands  and 
resources;  promote  the  safety  and  convenience  of  public  land  visitors 
and  users;  and  to  provide  information  about  geographic  and  historical 
features;  use  of  the  public  lands,  and  management  of  the  public  lands. 

B.  The  material  presented  herein  describes  the  entire  Bureau  signs 
program  and  includes  permanent  signs  and  temporary  and  permanent 
posters. 

C.  All  signs  and  posters  must  be  designed  and  located  to  insure 
that  they  wiiLL  be  seen  and  clearly  understood  by  the  public.  Complete 
guidelines  for  sign  and  poster  design,  selection  of  materials,  construc- 
tion location  and  erection,  supplemented  by  numerous  illustrations  of 
approved  designs,  are  presented  in  9135  DESIGN  AJND  UTILIZATION. 

D.  Direction  and  other  signs  on  public  roads  and  railroads  shall 
conform  to  the  requirements  of  the  public  access  authority  responsible 
for  maintenance  of  the  road  or  railroad. 

E.  Separate  projects  shall  not  be  designated  for  any  phase  of  the 
sign  program.  The  cost  of  sign  procurement,  cons timet ion,  and  mainte- 
nance must  be  borne  by  the  activity  or  project  that  it  principally 
benefits . 

9130 . 02  Authority. 

A.  The  Division  of 

Engineering  is  charged  with  the  responsibility  for  establishment  and 
control  of  the  Bureau  Signs  Program.  This  responsibility  includes  con- 
trol of  the  standard  signs  program,  signs  design,  appixDval  of  all  pro- 
posed nev  signs,  development  of  guidelines  for  field  operations  per- 
taining to  the  use  of  signs,  determination  that  all  signs  are  adequate 
and  consistent  with  the  objectives  of  the  Bureau,  and  such  other 
actions  as  are  necessary  for  pjroper  administration  of  the  program. 

B.  The  Division  of  Management  Analysis,  cooperating  with  the 
Division  of  Engineering,  is  responsible  for  numbering,  printing,  and 
initial  issue  of  all  standard  Bureau  posters.  The  Denver  Field 
Administrative  Office  is  responsible  for  their  stocking  and  supply. 
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C.  Each  division  of  the  Bureau  is  responsible  for  the  determination 
of  needs  and  for  the  use  of  the  signs  and  posters  needed  to  adequately 
and  effectively  carry  out  the  programs  of  the  activities  administered 
by  it. 

9130.03  Responsibilities ♦ 

A.  Washington  Office.  The  Washington  Office  is  responsible  for  the 
sei-vicewide  policy  pertaining  to  signs  and  for  the  issuance  of  proper 
instructions  and  guidelines  for: 

1.  Structural  design. 

2.  Technical  specifications  for  sign  production  and 
manufacture . 

•3.  Technical  sign  and  poster  specifications  and  standards, 
material,  lettering,  paint,  enamel,  stain,  and  erection. 

h.     Text  of  signs  and  posters,  especially  those  which  involve 
public  education  or  guidance. 

B.  State  Offices. 

1.  State  offices  are  responsible  for  signs  and  posters  in  the 
respective  States.  Specifically,  they  will  approve  plans  for  complete 
coverage  with  needed  si^ns  and  posters  installed  in  accordance  with 

9135  -  DESIGN  AND  UTILIZATION,  to  provide: 

a.  Sufficient  safety  information 

b.  Adequate  guidajice  on  roads,  trails,  and  airfields. 

c.  Prescribed  identification  of  roads,  trails,  and  airfields. 

d.  Information  on  Bureau  projects  such  as  range  improvement 
projects,  forest  improvement  projects,  and  conservation  projects; 
natural  features  of  the  area;  public  facilities  such  as  recreation, 
picnic,  and  camping  sites,  and  headquarters  locations. 

e.  Information  about  the  public  lands  and  incentives  to 
properly  use  and  pixjtect  this  resource. 
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2.  The  State  office  shall  conduct  inspections  to  assure  district 
compliance  with  the  approved  signs  program. 

C.  IDistrict  Offices.  The  district  offices  are  responsible  for  sign- 
posting the  districts  in  accordance  with  the  responsibilities  listed 
under  State  offices.  The  district  office  shall: 

1.  Prepare  and  maintain  an  approved  sign  plan  and  a  poster  plan 
for  the  district. 

2.  Requisition  needed  signs  and  posters. 

3.  Properly  install  signs  and  posters  and  remove  them  when  no 
longer  needed. 

k.     Maintain  sign  installations  and  replace  posters  which  are 
weathered  or  imsightly. 

9130.  Oit-  Definitions . 

A.  Signs. 

1.  Signs  are  permanently  installed  and  maintained  public  notices, 
directions,  information,  and  instructions  of  a  lasting  nature.  Signs 
are  normally  of  more  rugged  and  permanent  design  than  posters.  Signs, 
being  of  durable  and  sometimes  elaborate  construction  are  maintained 

to  prolong  their  useful  life,  the  same  as  any  other  structure. 
Normally,  they  are  procured  as  needed  from  local  manufacturer.  Federal 
Prison  Industries,  National  Park  Service,  etc.,  and  are  not  stocked 
either  locally  or  centrally  for  later  issue.  Therefore,  a  sign  number 
is  not  assigned  as  for  standard  stock  posters.  All  items  except  BLM 
stock  items  and  other  posters  as  defined  under  "B"  shall  be  referred 
to  as  signs. 

2.  Signs  are  further  classified  as  "standard"  signs  and  "special" 
signs.  Standard  signs  are  those  for  which  iiniform  standards  of  design 
have  been  established  by  the  industry.  Traffic  signs  are  exanrples. 
Special  signs  are  those  \riiich  are  applicable  to  only  one  or  a  few 
specific  conditions  such  as  guide  signs  ("Rainbow  Lake  Trail"),  informa- 
tion signs  j("Alber  Reforestation  Project"),  and  recreation  signs 
("Tent  Poles,  Please  Return"  -  See  Illustration  .32B-i<-).  Special  signs 
are  tailor-made  for  the  job.  They  are  individually  ordered  or  construc- 
ted and  selection  of  design  and  materials  in  accordance  with  the  guide- 
lines set  forth  herein  is  required. 
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B.  Posters .  Posters  include  all  notices,  directions,  information, 
and  instructions  ordinarily  printed  on  paper,  cardboard,  or  light  metal. 
They  include  safety  rules,  campground  regulations,  timber  sale  notices, 
fire  rules,  fire  prevention  data,  etc.  Posters  are  normally  stock 
items,  carrying  a  stock  item  number,  and  are  replaced  rather  than  being 
repaired.  All  numbered  items  maintained  in  centi^l  stock  at  the  Denver 
Field  Administrative  Office  or  local  district  and  State  offices  shall 
be  referred  to  as  jKDsters. 

9130.05  Plans. 
A.  Sign  Plans. 

1.  Each  district  manager  will  prepare  and  maintain  a  sign  plan 
for  his  district.  The  plan  will  individually  list  and  describe  all 
signs  that  are  installed  and  permanently  maintained.  Prepare  these 
plans  on  a  management  unit  or  other  feasible  area  basis  and  establish 
priorities  for  erecting  signs.  The  highest  priority  areas  will  be 
where  long-term  ELM  management  is  planned. 

2.  In  the  preparation  of  this  sign  plan  complete  Form  U-l686a, 
or  Form  ^-l686b.  District  Sign  Requisition  and  Record,  for  each  pro- 
posed sign.  See  Illustrations  .05A2-1  and  .05A2-2. 

3.  Number  each  proposed  sign  in  a  chronological  manner  and  key 
it  to  a  map  showing  the  location  and  number  for  each  sign.  If  the 
State  Director  wishes  to  consolidate  ordering  of  signs,  this  form  may 
be  used  by  the  district  to  requisition  signs.  Each  district  is 
required  to  maintain  a  sign  record  for  all  permanent  sigrfs  showing: 

a.  The  location  of  each  sign. 

b.  The  wording  or  symbol  on  the  sign. 

c.  Type  of  sign. 

d.  Date  of  erection. 

e.  Date  last  printed  or  otherwise  rehabilitated. 

k.     Where  practical,  take  photos  of  the  more  important  signs  and 
file  with  the  sign  record.  Such  photos  would  vividly  portray  the  word- 
ing and  symbols  on  the  sign  and  show  the  type  of  sign. 


BLM  MANUAL  Release    9-3 

3/6/63 


9130   -  SIGNS 


Illustration   .05A2-1 


k       Form  4- 1686  a 
I       (December  1962) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 
BUREAU  OF  LAND  MANAGEMENT 

SIGN  REQUISITION  AND  RECORD 


District 


Project  number 


Sign  number 


Check  letter  size:     □  V2"     □  2"     □  2-1/2"     □  3"     □  S-'/j"     □  4" 


W 


SKETCH 


^ 


INSTRUCTIONS 

1.  Type  message  on  applicable  type  of  sign. 

2.  Show  dimensions  of  sign  by  inches. 


Show  on  sketch  exact  location  of  sign  in 
relation  to  road. 


Location 


Date 


I 


Ship  to: 


Signature  of  District  Manager 


GPO  830310 
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Form  4- 1686b 
(December  1962) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 
BUREAU  OF  LAND  MANAGEMENT 

SIGN  REQUISITION  AND  RECORD 


District 


Project  number 


Sign  number 


Ship  to: 

1 

n    r 

n 

1 

N 

W 

SKETCH 

Location 

E 

S 

Date 

Signature  of  District  Manager 

V. 


INSTRUCTIONS 


1.  Type  Name  and  Distance  on  Slat. 

2.  Show    on   sketch  position  of   sign   post   in  relation  to  road 
by  applicable  symbol. 

3.  Place  shortest  distance  on  top. 


4.  Place  mileage  in  slat  point. 

5.  Indicate  slats  to  be  lettered  09  both  faces  by  symbol  "BF" 
opposite  slat  point. 

6.  Three    is   desirable   maximum   number   of   slats   to   one   face 
of  post. 

GPO  8303U 


e 
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B.  Poster  Plans.  Each  district  manager  will  prepaid  and  maintain 
a  poster  plan  for  his  district.  It  will  list  all  current  posters, 
identifying  the  general  location  of  posters  or  posted  areas  and  the 
date  erected  as  well  as  the  peilod  for  which  each  wi3JL  be  required. 
If  temporary,  a  date  will  be  shown  as  to  when  posters  should  be  removed. 

9131  STAMDARDS 

9131 . 1  Identifications . 

.11  When  appropriate,  identify  the  Bureau  and  the  Department  on  signs. 
The  names  of  both  may  be  given  as  follows: 

UNITED  STATES  DEPARTMENT  OF  THE  INTERIOR 
BUREAU  OF  LAND  MANAGEMENT 

In  all  cases  "United  States  Department  of  the  Interior"  must  precede 
"Bureau  of  Land  Management"  and  must  be  in  slightly  larger  letters. 
The  Bureau  of  Land  Management  emblem  may  be  used  together  with  the 
Department  of  the  Interior  seal.  In  no  case  shall  the  Bureau  be  named 
without  the  Department  also  being  identified  by  seal,  or  name,  and  in 
no  case  shall  the  Bureau  emblem  be  displayed  without  the  Department 
seal  also  being  displayed.  On  signs  that  do  not  name  the  Bureau  or 
the  Department  it  is  permissible  to  use  a  "trade -mark"  of  appropriate 
size,  such  as   $|^  .  On  standard  posters  which  are  stock  items  the 
initials  BIM  in  conjunction  with  a  poster  n\imber  shall  be  used  in 
order  to  facilitate  supply  from  local  or  central  BIM   storage  points. 
See  9135  -  DESIGN  AND  UTILIZATION,  Illustrations  .71B-1,  2,  3,  H 

23,   30,  31>   32,  33;  3^;  35>  and  .22D-k.     The  design  for  all  futiire 
revisions  of  existing  signs  and  all  new  signs  and  posters  shall  conform 
to  the  above  criteria. 

.12  Guidelines  for  appropriateness  of  identification  are: 

A.  Inscribe  all  large  and  important  signs  such  as  massive  portal 
signs  or  large  information  signs  with  the  name  of  the  Department  and 
the  najne  of  the  Bureau. 

B.  Do  not  name  the  Department  or  the  Bureau  on  standard  traffic 
signs,  guide  signs,  safety  signs,  or  small  signs  such  as  information 
and  utility  signs  within  recreation  sites. 

C.  On  small  information  type  signs  identify  the  Department  and  the 
Bureau,  either  by  naming  them  or  by  affixing  the  Department  seal  and 
the  Bureau  emblem. 
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D.  On  guide  signs,  small  information  and  utility  signs  within 
recreation  sites  it  is  appropriate  to  use  a  tiude-mark  of  appropriate 
size  such  as  ^1^  . 

E.  On  standard  posters  which  are  stock  items  it  is  appropriate  to 
use  the  initials  Bli^  in  conjimction  with  the  poster  number. 

9131*2  Letters  and  abbreviations.  Use  vertical  capital  letters 
exclusively  on  all  signs.  Do  not  use  abbreviations  on  large  and 
important  signs.  Following  is  a  list  of  approved  abbreviations  appro- 
priate for  use  on  smaller  information  and  guide  signs: 


Boundary 

Bdy. 

North 

N 

Branch 

Br. 

Number 

No. 

Brook 

Brk. 

Peak 

Pk. 

Creek 

Cr. 

Railroad 

R.R. 

East 

E 

River 

R.  or  Riv. 

Fork 

Fk. 

Road 

Rd. 

Guard  Station 

G.S. 

South 

S 

Highway 

Hwy. 

Spring 

Spr. 

Lake 

L. 

Station 

Sta 

Lookout 

L.O. 

Stream 

Str. 

Meadow 

Mdw. 

Trail 

Tr. 

Mile 

Mi. 

West 

W 

Mount 

Mt. 

Yards 

Yds. 

Mountain 

Mtn. 
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9131.3  Construction  Types.  In  general,,  signs  may  be  classified  into 
tvo  construction  types;  namely,  rustic  and  pa^inted.   Rustic  signs  are 
those  constructed  of  native  stone  and/or  forest  materials  in  their 
natural  forms  to  blend  with  the  natural  surroundings.  A  primitive 
appearance  is  necessary  in  rustic  signs;  it  is  the  chief  characteristic 
•which  distinguishes  them  from  other  signs.   Painted  signs  are  signs 
painted  on  manufactured  or  processed  materials  such  as  finished  linnber, 
plastic ;  or  metal. 

.k     Selection  of  Ty^s_-     For  purposes  of  standardization  and  safety, 
construct  all  traffic  control  signs  of  metal,  plastic,  or  resin  bonded 
waterproof  plywood.   Construct  rustic  type  signs  for  recreation  site 
and  portal  signs.   The  State  Director  shall  establish  the  type,  rustic 
or  painted,  of  guide  sign  desired  in  his  State.  For  purposes  of 
uniformity,  all  guide  signs  should  be  of  one  type  within  a  given  State. 
Information  signs  may  be  of  either  type.   Select  the  type  on  a  sign  by 
sign  basis  depending  upon  the  intended  appeal  of  the  sign.  For  example, 
identification  of  a  range  seeding  study  area  adjacent  to  a  highway 
might  require  a  painted  sign  while  identification  of  a  prominent  natural 
feature  might  require  a  rustic  sign.   Rigid  rustic  design  standards  are 
impossible,  as  each  sign  must  fit  its  environment.   Place  reliance  upon 
good  judgment  giving  due  consideration  to  the  pre-ctical  as  well  as 
appropriate  appearance  with  respect  to  natural  surroundings.   Illustra- 
tions and  further  discussion  of  various  rustic  designed  signs  are  given 
in  9135-2,  .3,  and  .k. 

.5  Materials ♦   Construct  all  painted  type  wood  signs  either  of  well- 
seasoned,  clean  lumber  with  one  clear  face  and  the  other  side  free  from 
wave,  loose  Imots  or  large  pitch  pockets;  or  exterior  plywood  over 
which  has  been  applied  to  both  sides  of  the  wood,  at  the  time  of  manu- 
facture, a  thin  sheet  of  medium  density  resin  fiber.  Make  all  painted 
wooden  signs  over  six  inches  wide  of  plywood.  Make  all  painted  signs, 
except  safety  and  traffic  signs,  with  black  letters  on  white  background. 

.6  Paint .  Use  first  quality,  exterior  type,  sign  paint  or  enamel  for 
wooden  signs.  The  paint  shoiild  produce  a  true  color  tone  which  will  not 
change  under  exposure,  and  a  tough  surface  without  cracks  or  other 
blemishes.   Properly  prime  all  wood  surfaces  before  applying  the  finish 
coat.   The  finish  coat  should  produce  a  semigloss  finish  which  is  free 
from  brush  marks,  blisters,  wrinld.es,  or  other  blemishes.   Treat  rustic 
signs  with  either  a  natural  or  stained  finish  so  as  to  harmonize  with 
the  environment.  The  letters  must  have  sufficient  contrast  against  the 
signboard  to  be  readily  visible  and  legible  for  the  class  of  travel 
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sei-ved,  or  at  the  speed  with  iihich  they  must  he  read  in  passing.  The 
use  of  white,  cream,  or  ivoiy  letters,  made  hy  flowing  paint  into  the 
routed  letters,  is  especially  appropriate  for  most  rustic  signs. 

9132  MAinXFACTURE  AMD  PROCUREMENT. 

9132.1  Standard  Posters.  All  currently  approved  standard  posters  are 
listed  under  9135.7.      A  supply  of  all  appi^Dved  standard  posters  is 
stocked  at  the  Field  Administrative  Office,  Denver,  and  may  be  obtained 
directly  from  that  office  through  regular  requisitioning  procedures. 

.2  Hon-Standard  Signs  LocsLLly  Manufact\ired.  Signs,  not  including 
standard  stocked  posters,  may  be  manufactured  by  BLM  personnel  in 
district  shops,  using  guidelines  given  herein,  providing  the  cost  is 
less  than  comparable  signs  available  from  prescribed  sources.  Appen- 
dixes I  and  II  of  the  "Sign  Handbook"  for  the  United  States  Department 
of  Agriculture,  Forest  Service,  contains  much  infonnation,  such  as 
standard  letter  diiasnsions  and  spacings  that  should  be  of  assistance  to 
any  district  shop  which  makes  signs  and  in  designing  and  writing  speci- 
fications for  signs  to  be  purchased. 

.3  Mandatoiy  Pi-ocTirement .  Under  Section  k22k   of  Title  I8  of  the 

United  States  Code,  it  is  mandatory  that  all  signs,  including  rustic  k^ 

signs,  which  are  not  purchased  from  other  Federal  agencies  (such  as  ^^-' 

the  National  Park  Service)  be  obtained  from  Federal  penal  institutions. 

In  the  States  of  Alaska,  Arizona,  California,  Colorado,  Idaho,  Montana, 

Nevada,  New  Mexico,  Oregon,  Utah,  Washington,  and  Vtyoming,  orders  will 

be  placed  with  the  Federal  Prison  Industries  Sign  Shop  at  McNeil  Island," 

Washington.  Illustration  9135 -HB  is  a  Schediile  of  Products. 
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9135  BESICaJ  AKD  UTTT.T7.ATI0N. 

This  section  includes  basic  procedures  for  using,  designing,  Jocatii^g 
and  erecting  all  permanent  and  temporary  BIM  signs  and  posters. 

9135.1  Traffic  Signs. 
.11  Using. 

A.  The  traffic  signs  covered  in  this  section  are  the  standard 
regulatory  and  warning  type.  Guide  signs  are  covered  in  9135*2.  In 
general,  vaming  signs  should  he  used  on  BLM  ix)ads  in  preference  to 
regulatory  signs.  For  example,  "yield  right  of  way"  in  place  of  "stop" 
or  "safe  speed"  instead  of  "speed  limit."  This  preference  does  not, 
nowever,  rule  out  the  use  of  regulatory  signs  when  appropriate. 

B.  The  purpose  of  regulatoiy  signs  is  to  inform  the  road  user  of 
the  applicability  of  certain  legal  requirements  that  would  not  other- 
wise be  apparent.  Such  signs  shoiild  not  be 'used  unless  some  provision 
has  been  made  for  their  enforcement.  The  terras  of  BIM  road  use  permits 
and  timber  sales  contracts  should  bind  the  permittees  and  licensees  to 
obey  BLM  regulatory  signs  as  posted.  Regulatory  signs  should  be  used 
only  when  clearly  essential.  Illustration  9135 'HB  Shows  the  regulatory 
and  warning  signs  that  will  be  most  commonly  used.  Regulatory  and/or 
warning  information  may  be  appropriate  on  other  types  of  signs  hut 
judicious  use  is  necessaiy. 

.22  Designing.  All  traffic  signs  shall  conform  with  the  requirements 
prescribed  in  the  "Manual  on  Uniform  Traffic  Control  Devices  for  Streets 
and  Highways"  .as  published  by  the  Bureau  of  Public  Roads  in  June  I96I. 
Conformity  in  design  includes  shape,  color,  symbols,  wording  and  letter- 
ing. When  ordered  from  Prison  Industries,  Inc.,  as  required  in  9132 
these  signs  conform  to  the  aforementioned  Manual.  See  Illustration 
9135 -IIB  "^OT   "Schedule  of  Products, "  Federal  Prison  Industries,  Inc. 

.13  Locating. 

A.  Since  warning  and  regulatory  signs  are  placed  primarily  for  the 
protection  of  the  driver  -who   is  not  acquainted  with  the  road,  it  is 
very  important  that  their  locations  be  given  careful  study   The  dis- 
tances at  which  signs  should  be  placed  in  advance  of  the  hazards  can- 
not be  fixed  rigidly  but  they  shoiild  be  placed  in  the  most  advantageous 
positions  and  acconmodated  to  the  road  design  and  alinement.  Place 
signs  on  the  right  side  of  the  roadway  approximately  at  right  angles  to 
the  direction  of  travel  and  facing  the  traffic  they  serve.  Face 
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Report  No.  U2  Illustration  9135 -HB-l 

SCHEDULE  OF  PRODUCTS 

MADE  IN 
FEDERAL  PENAL  AND  CORRECTIONAL  INSTITUTIONS 


SIGNS 

AND  RELATED  ITEMS 


I 


i^  -^  BY  ACT  0^\ 
l^i  APPROVED  \^] 
Eq:    JUNE  23.1934 

\Ny     EXEC. ORDER 
\         '^0.69^'' 


100%  GOVERNMENT  OWNED  CORPORATION 


UNITED  STATES  DEPARTMENT  OF  JUSTICE 

FEDERAL  PRISON  INDUSTRIES,  INC. 
WASHINGTON  25,  D.  C. 
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UNITED  STATES  DEPARTMENT  OF  JUSTICE 

FEDERAL  PRISON  INDUSTRIES,  INC. 
Washington,  D.  C. 


SIGNS 

The  Sign  Shop  at  the  United  States  Penitentiary,  McNeil  Island,  Washington,  operated  by 
Federal  Prison  Industries,  Inc.,  has  the  facilities  and  know-how  to  produce  a  wide  variety  of 
quality  signs  in  substantial  quantities. 

A  well  qualified  layout  department  is  available  at  all  times  and  without  charge  to  work  out 
any  special  sign  problems  which  may  arise  in  your  agency. 

While  much  sign  work  is  of  necessity  on  a  custom  basis,  the  standardization  of  many  common- 
use  traffic  control  signs  has  enabled  us  to  maintain  regular  production  and  a  limited  stock  of 
those  signs  which  have  been  found  to  be  most  in  demand.  The  following  illustrated  section  displays 
the  more  common  signs  produced  by  the  Shop. 

Illiistration  Numbers  are  related  to  numbers  given  in  the  Bureau  of  Public  Roads'  Manual  on 
Uniform  Traffic  Control  Devices. 

DECALS,  NAME  PLATES,  SHOWCARD  POSTERS,  PLAQUES  ^ 

The  Shop  has  executed  some  of  the  most  intricate  and  exacting  designs  of  this  nature, 
ranging  from  2  to  11  colors,  and  from  6  inches  to  69  inches  in  size.  Since  work  of  this  kind  is 
necessarily  custom  and  of  wide  variety,  we  have  not  included  it  in  the  illustrated  section.  Your 
orders  and  inquiries,  however,  are  solicited.  Quotations  will  be  furnished  upon  request. 

ORDERS  AND  INQUIRIES 

Inquiries  and  orders  are  solicited  on  all  of  your  needs  for  signs,  decals,  name  plates  and  show- 
card  type  of  signs  or  posters.  Please  forward  order.?,  in  duplicate,  to  Federal  PRISON  INDUSTRIES, 
Inc.,  McNeil  Island,  Washington.  Inquiries  and  requests  for  information  regarding  prices,  de- 
liveries or  procedures,  may  also  be  addressed  to  FEDERAL  PRISON  INDUSTRIES,  Inc.,  United  States 
Department  of  Justice,  Washington  25,  D.  C. 

CLEARANCES 

As  previously  indicated.  Federal  Prison  Industries'  Sign  Shop  at  McNeil  Island,  Washington 
is  equipped  to  furnish  your  needs  for  signs  and  related  items.  Accordingly,  the  mandatory  pro- 
visions under  Section  4124  of  Title  18  of  the  United  States  Code  (Page  6  of  the  Introductory 
Section)  apply  to  all  procurements  in  the  States  of  Alaska,  Arizona,  California,  Colorado,  Idaho, 
Montana,  Nevada,  New  Mexico,  Oregon,  Utah,  Washington  and  Wyoming. 

Plastic  formed  signs,  and  embossed  metal  signs  such  as  automobile  license  plates  are  not 
available  at  this  time  and  clearances  are  not  needed  for  purchase  elsewhere. 
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STREET  AND  HIGHWAY  TRAFFIC  SIGNS 


MS-R-l 
30"x  30" 

MS-R-IA 
24"x  24" 


This  sign  is  manufactured  in  accordance  with  Bureau  of  Public  Roads  specifications.  The  base 
is  16  gauge  steel  or  comparable  gauge  aluminum.  The  face  of  the  sign  is  covered  with  silver  color, 
reflectorized  sheeting  which  possesses  retro-reflective  characteristics  in  conformance  to  Military 
Specification,  MIL-R-13689,  latest  issue.  The  legend  is  reverse  silk-screen  printed  with  transparent 
red  enamel,  assuring  maximum  after-dark  reflection.  The  back  of  the  sign  is  finished  with  red 
enamel. 


I 
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STREET  AND  HIGHWAY  TRAFFIC  SIGNS— (Continued) 

These  signs  are  made  from  16  gauge  steel  or  comparable  gauge  aluminum.  They  are  available 
either  plain  or  reflectorized.  The  reflectorized  sheeting  used  in  our  Sign  Plant  is  of  a  retro-reflective 
nature,  conforming  to  Military  Specification,  MIL-R-13689,  latest  issue  in  effect. 

Both  the  Symbol  Warning  Signs  and  the  Legend  Warning  Signs,  shown  here,  have  a  yellow 
background  with  markings  and  border  in  black. 


SYMBOL  WARNING  SIGNS 


MS-W-IR 
24"x  24" 

Turn  Symbol 
Right-IR;  Left-IL 


MS-W-2R 
24"x  24" 

Curve  Symbol 
Right-2R;  Left-2L 


MS-W-3R 
24"x  24" 

Reverse  Turn  Symbol 
Right^SR;  Left-3L 


MS-W-4R 

24"x  24" 


MS-W-5R 
24"x  24" 


Reverse  .Curve  Symbol     Winding  Road  Symbol 
Right-4R;  Left-4L  Right-5R;  Left-5L 


i 


MS-W-6 
24"x  24" 

Cross  Roads 
Symbol 


MS-W-7R 
24"x  24" 

Side  Road 
Symbol 


MS-W-8R 
24"x  24" 

Side  Road  Symbol 
Right-8R;  Left-8L 


MS-W-9 
24"x  24" 

"T"  Symbol 


MS-W-10 
24"x  24" 

"Y"  Symbol 


^^^^ 

^^^ 

^^^^ 

^^^^ 

MS-W-11                                        MS-W-12 
40"x  20"                                           40"x  20" 

Large  Arrow 

Large  Arrow- 
Right  and  Left 

MS-W-30 
24"x  24" 

Double  Arrow 


MS-\V-32 
30"  diameter 

Railroad   Advance 
Warning  Symbol 
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STREET  AND  HIGHWAY  TRAFFIC  SIGNS— (Continued) 


LEGEND  WARNING  SIGNS 


MS-W-13 
24"x  24" 


MS-W-14 
24"x  24" 


MS-W-15 
24"x  24" 


MS-W-16 
24"x  24" 


MS-W-17 
24"x  24" 


MS-W-18 
24"x  24" 


MS-W-19 
30"x  30" 


MS-W-20 
30"x  30" 


MS-W-21 
30"x  30" 


MS-W-22 
24"x  24" 


MS-W-23 
24"x  24" 


MS-W-24 
30"x  30" 


MS-W-25 
24"x  24" 


MS-W-26 
24"x  24" 


MS-W-27 
24"x  24" 


MS-W-28 
24"x  24" 


MS-W-29 
24"x  24" 


MS-W-31 
24"x  24" 


MS-W-34 
24"x  24" 


35 


M.PH. 


MS-W.35 
13"x  13" 
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STREET  AND  HIGHWAY  TRAFFIC  SIGNS— (Continued) 

These  signs  are  made  from  16  gauge  steel  if  they  are  24  inches  wide  or  over;  signs  of  less 
width  are  made  from  18  gauge  steel.  They  are  also  available  in  comparable  gauges  of  aluminum. 
They  are  available  either  plain  or  reflectorized.  The  reflectorized  sheeting  used  in  our  Sign  Plant 
is  of  a  retro-reflective  nature,  conforming  to  Military  Specification,  MIL-R-13689,  latest  issue 
in  effect. 

These  signs  all  have  a  white  background,  with  the  exception  of  No.  MS-R-39,  page  eight,  which 
is  yellow.  The  legends  on  all  signs  are  black,  with  the  following  exceptions:  MS-R-18,  MS-R-19, 
and  MS-R-26,  red ;  MS-R-22,  is  green.  MS-R-3  is  silk-screen  printed  in  reverse,  giving  a  white 
legend  on  a  black  background. 


DIRECTIONAL  AND  REGULATORY  SIGNS 


SPEED 

ZONE 
AHEAD 


END 

25 

MILE 
SPEED 


MS-R-2 

MS-R-4,  -104 

MS-R-3,  -103 

MS-R-5,  -105 

MS-R-6 

18"x  24" 

18"x  24" 

18"xl4'/2" 

18"x  24" 

18"x  24" 

NO 

u 

TURN 

»— —    .  ■  ■ J 

SIGNALS 
SET  FOR 

25 

M.PH. 

NO   LEFT 
TURN 

i ' 

NO 

TURNS 

MS-R-107 
14"x  9" 

MS-R-8 

18"x  24" 

MS-R-109 
14"x  9" 

MS-R-10 
12"x  18" 

NO 

PASSING 

>j . ii 

? i 

END 

NO 

PASSING 

ZONE 

PASS 

WITH 
CARE 

MS-R-ll 
18"x  24" 


MS-R-12a 

18"x24" 


MS-R-12b 

18"x  24" 
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STREET  AND  HIGHWAY  TRAFFIC  SIGNS -(Continued) 
DIRECTIONAL  AND  REGULATORY  SIGNS— (Continued) 


KEEP 
RIGHT 

EXCEPT 
TO    PASS 


MS-R-13 
24"x  30" 


DO  NOT 
ENTER 


MS-R-15 
24"x  24" 


MS-R-14 
18"x  24" 


TWO  WAY 

TRAFFIC 
AHEAD 


MS-R-17 
18"x  24" 


NO 

PARKING 

ANY 

TIME 


MS-R-18 

12"x  18" 


MS-R-16R,  -16L 
36"x  12" 


NO 
PARKING 
8:30  A.M. 
TO  5  30  PM 

ONE 

HOUR 

PARKING 

9AM-7PM. 

: 

MS-R-19 
12"x  18" 


MS-R-22 
12"x  18" 


N  0 
PARKING 

BUS 
STOP 


MS-R-26 
12"x  18" 


NO 

PARKING 

ON 
PAVEMENT 


MS-R-29 
24"x  30" 


WALK 

ON  LEFT 

FAC  I  N  G 
TRAFFIC 


MS-R-31 
18"x  24" 


MS-R-32 
12"x  18" 


PUSH 
BUTTON 

FOR 
GREEN 
LIGHT 


MS-R-36 
8"x  10" 


ROAD 
CLOSED 

MS-R-37 
24"x  40" 

LOAD 
LIMIT 

10 
TONS 

MS-R-38 
18"x  24" 
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STREET  AND  HIGHWAY  TRAFFIC  SIGNS— (Continued) 
DIRECTIONAL  AND  REGULATORY  SIGNS— (Continued 


YIELD 


RIGHT 

OF 

WAYi 


MS-R-39 
Triangle,  30"  side 


The  "Yield  Right  Of  Way"  sign  is  both  effective  and  convenient  where  safety  and  efficiency 
require  the  normal  right-of-way  to  be  modified  in  favor  of  one  street  or  highway  over  another. 

This  sign,  an  inverted  triangle  with  a  30  inch  side,  is  made  from  16  gauge  steel  or  comparable 
gauge  aluminum.  It  is  available  with  either  a  plain  or  reflectorized,  yellow  background.  The  reflector- 
ized  background  is  retro-reflective  in  nature,  conforming  to  Military  Specification  MIL-R-13689, 
latest  issue  in  effect.  The  legend  is  black. 
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I 


WOOD  SIGNS 

DIRECTIONAL  POINTER  SIGNS 


5  SWIFT  CR.  TRAIL 


HOT  SPRINGS  TR.  4 


WS-3;  WS-4 

I".     6EE  «tEK  »D.   ^ 
WS-1;  WS-2 


These  signs  are  painted  on  well  cured,  straight  grain  Sitka  spruce.  The  background  consists 
of  one  coat  of  primer  and  two  coats  of  best  quality  white  enamel.  These  signs  fully  meet  U.  S. 
Forestry  Service  specifications. 


INFORMATIONAL  SIGNS 


UNITED   STATES 
BUREAU  OF  RECLAMATION 

DESCHUTES  PROJECT -NORTH  UNIT 

HAYSTACK  DAM 


VA  MILES 

VISITORS  WELCOME 


f 


This  sign  is  painted  on  exterior  plywood  over  which  has  been  permanently  bonded  to  both 
sides  of  the  wood,  at  time  of  manufacture,  a  thin  sheet  of  medium  density  resin-fiber.  One  primer 
coat,  followed  by  two  coats  of  semi-gloss  alkyd  enamel  assures  durability  under  extreme  climatic 
conditions. 

This  sign  is  made  to  customer's  order  and  specifications.  The  legend  is  applied  by  silk-screen 
printing.  The  signs  are  available  in  any  color,  or  combination  of  colors,  and  with  any  of  the  various 
coatings  and  reflecting  materials  used  in  commercial  practice. 

Upon  customer's  inquiry,  the  Industries'  layout  department  can  recommend  or  advise  on  size 
and  suitable  lettering  and  symbol  use  for  the  sign  desired. 

A  price  quotation  will  be  furnished  on  inquiries  stating  legend  and  quantity  of  signs  desired. 
Special  prices  will  be  quoted  where  a  large  number  of  signs  of  identical  size  and  legend  are  required. 

The  signs  illustrated  in  the  U.  S.  Department  of  Agriculture  Sign  Handbook  for  the  Forest 
Service  are  in  this  category  and  may  be  ordered  by  reference  to  the  Handbook. 
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WOOD  SIGNS— (Continued) 

RUSTIC  SIGNS 

Custom  Built  from  Western  Red  Cedar 


OLYMPIC 

NATIONAL 

PARK 


These  signs  are  available  in  various  types  of  either  routed  or  painted  lettering.  The  routed 
type  letters  are  normally  filled  with  white  aircraft  lacquer  for  durability. 

Signs  with  a  rough-cut  surface  are  treated  with  a  penetrating  oil  stain;  signs  with  a  smooth 
surface  are  treated  with  two  coats  of  semi-gloss,  weather  resistant  stain.  Both  finishes  give  an 
excellent  background  for  the  white  legend. 

Signs  of  this  type  are  widely  used  in  recreation  areas  of  the  National  Parks.  All  of  the  types 
and  designs  of  routed  signs,  as  illustrated  in  the  U.  S.  Department  of  Agriculture  Sign  Handbook 
for  the  Forest  Service,  or  of  similar  design,  are  available. 

Inquiries  are  invited  for  further  information,  and  for  prices. 
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reflector! zed  signs  slightly  tovard  the  road  and  face  other  signs 
slightly  away  from  the  road  as  necessary  to  reduce  glare.  Whenever 
possible;,  avoid  locations  on  the  side  of  curves,  in  sags  in  the  pro- 
file, where  other  objects  obscure  the  view,  or  where  interference  with 
road  maintenance  equipment  may  result.   Signs  on  road  shoulders  or 
roadsides  should  be  not  less  than  six  feet  nor  more  than  ten  feet  from 
the  edge  of  the  traveled  roadway,  and  so  mounted  that  the  bottom  is 
2^  feet  above  the  crown  of  the  roadway. 

B.  Locate  stop  .signs  exactly  where  the  vehicles  are  expected  to 
stop.  As  a  rule,  this  will  be  within  20  feet  of  the  intersected  road. 

C.  Railroad  signs  should  be  furnished,  erected  and  maintained  by 
the  railroad  company.  Regolatoiy  signs  at  intersections  with  county 

or  State  roads  or  highways  ordinarily  should  be  furnished,  erected,  and 
maintained  by  the  respective  road  authorities. 

D.  Warning  signs  ordinarily  should  be  located  from  300  to  500  feet 
in  advance  of  the  hazard.  Driving  speeds  are  sin  important  factor  in 
determining  this  distance  and  in  all  cases  a  sirfficient  time  intei^val 
for  the  driver  to  take  the  advised  action  should  be  taken  into 
consideration. 

9135 . 2  Guide  Signs. 

.21  Using. 

A.  Guide  signs  are  used  to  mark  routes  of  travel.   They  direct  the 
traveler  to  his  destination.  Because  they  are  designed  to  accomplish 
this  purpose,  legibility  for  the  class  of  travel  involved  is  the  domi- 
nating factor  in  their  design.  Except  for  special  conditions,  the 
signs  should  be  made  of  wood. 

B.  Two  types  of  guide  signs  are  used,  the  rustic  and  painted  wood. 
Use  the  type  that  harmonizes  best  with  the  surrounding  landscape.  As 
a  general  rule,  use  painted  signs  except  around  scenic  and  recreation 
areas. 
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9130  -  SIGNS 
.22  Designing. 

A.  Guide  signs  are  generally  rectangular  in  shape  with  the  long 
side  horizontal.   They  may  he  solid  or  slatted.  Give  the  message  con- 
cisely and  in  a  fev  vords.  Determine  the  size  of  the  sign  by  the 
length  of  the  message  and  size  of  the  lettering.  Avoid  placing  the 
letters  or  words  in  such  a  manner  as  to  give  a  crowded  appearance. 

B.  To  direct  the  public,  these  signs  should  be  obvious ,  but  should 
not  be  gaudy  by  excessive  size  of  lettering.  Choose  the  letters  for 
easy  reading  by  the  traveler  at  rates  of  speed  common  in  the  area. 
Consider,  also,  the  mode  of  travel- -pedestrian,  equestrian,  vehicular-- 
in  selecting  letter  size.  Use  capital  letters  on  all  guide  signs. 

C.  In  addition  to  the  name  of  the  point  to  -vdiich  the  traveler  is 
directed  the  directional  sign  includes  an  arrow  and  most  generally  the 
distance  to  the  point  in  miles.   If  mileage  figures  are  not  standard 
practice  in  the  State,  they  may  be  omitted.  When  two  or  more  destina- 
tions are  given  on  one  sign,  the  nearest  destination  should  be  at  the 
top,  followed  by  the  next  nearest  point,  etc.  Limit  signs  which  show 
designated  directional  points  to  four  lines. 

D.  At  every  road  intersection  show  the  route  nimiber  for  each  road. 
The  route  number  sign  may  be  mounted  on  the  same  post  as  the  guide 
signs  or  on  separate  posts.  The  nimiber  signs  are  intended  primarily 
for  the  guidance  of  official  traffic  and  the  identification  of  roads 
within  the  total  transportation  system;  therefore,  they  need  not  be 
particularly  large  and  conspicuous.   They  will  be  small  horizontal- 
rectangular  signs.   Place  them  parallel  to  the  road  which  the  number 
designates.   See  Illustration  .22D-1.   Illustrations  .22D-1,  .22D-2, 
.22D-3^  and  .22D-4  are  designs  of  approved  guide  signs. 

.23  Locating.   Guide  signs  are  located  at  road  or  trail  intersections. 
Place  the  sign  so  that  the  line  of  sight  of  the  traveler,  when  at  the 
most  strategic  point  to  view  it,  is  nearly  at  right  angles  to  the  face 
of  the  sign.  Make  the  height  from  the  groimd  surface  such  that  the 
traveler  will  have  the  best  perspective  view.   Illustrations  .23-1^ 
.23-2,  .23-3,  .23-4,  and  .23-5  arc  examples  for  locating  guide  signs. 

.2k     Erecting.  As  a  general  rule,  fasten  mstic  signs  to  pole  type 
treated  wood  posts.  Fasten  painted  signs  either  to  treated  wood  timber 
posts  or  ±0  selected  steel  posts,  depending  on  the  terrain  ajid  use  of 
the  area  in  which  the  sign  is  located.  The  treatment  of  the  post  is 
comparable  to  that  of  the  sign.   In  every  case  it  should  be  erected  to 
harmonize  with  the  surrounding  landscape.  Illustration  .2k   shows 
typical  designs  for  sign  hangers. 
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MB  QQUM 
DEANVILLE 


0^ 


3     Rou+ed   Leffers 


HILL 


IViLLE   17 


^^MONSON 


^4ote: 

Siqn  panel  stained  neutral  tone. 
Routed  letters  painted  to  contrast 
wItK  backqround. 
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€ 


ELDORADO         10^ 


312 


Place  at  right  angle  to  rood 


Route   marker    on    posts   with 
slot  type   direction  sign 


Route  markers  on 
seporote   post 


^^  JACKSON        2 
14     HUNTING     -► 


Note 
Morkers   moy  be  placed  above  or 
below  other  signs 


ABERDEEN         7^ 


Place  at  rigtit  angle  to  road 


Direction    Sign 


Route    markers  with  solid  rectongulor  Route  ti 

direction   sign 


Direction  sign  and 
l^i-^-^roote  morkert 


To  Jackson 
Route  No. 32 


To  Hunting  

Route  No.  510 


Alternate  ^j^T 

Route  markers  on  sepa- 
rate posts  may  be  used 
if   thought   necessary 


.0  • 

<  -5 


I 


Route  Markers 


At  Y  intersections  ploce  route  morkers 
on  seporote  posts  os   shown 


DIRECTION     SIGNS      8 
ROUTE      MARKERS 


BLI4  MAIWAL 
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SLAT    DIRECTION    SIGN 
Sowed   point  may  be  used   where   similor   signs   ore    erected 
by    stote.  Ail    letters     are    3  inches     high. 


«•♦'<  ^ 


-3e"- 


ABERDEEN        14 

CITY  21 


—  2 


f 


3--V-2H 


-loi ■  1^  36' ^ 

Aberdeen. 


14 


17 


JACKSON  CITY  21 
DlUNTlNGTON^ 


■OK-T^^^B 


;  Hole 


SOLID    RECTANGULAR    DIRECTION     SIGNS 


BLI-.I  I-IAMJAL 
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%i.r\c  b  \( 


lUML  (^iJT 


-^ 


E^EEKIMl^: 


^M 


©ii  EI^EEC^ 


i^i(si^iA?o0&4  m^^t 


nei' 


@ 


TOAIL  M®J? 


REEK  ?MI.<^ 


PIG  •^• 


TRAIL  MO.  17 


*T 


REEK  7Ml.g 


Construction-    All  boards    over  6    in  width 
to    be   elected    on  the   bock   to   prevent 
warping.  Signs  will    be   3/4"  thick  unless 
otherwise       specified. 


FIG  3 

NOTES 


Finish-   Letters    to  be  routed    and 
painted.   Panel   to  be    stained  white. 
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Illustration  9135.23-1 


Henry 


triangular    mounting 
face    each   road.    Use 


Mary 


John 


SMALL    PARKING    IN      Y      JUNCTION 

This   method   ';  used    where  the 
roads   are    of  equal    importance    and 
where    some     new    traffic    may    enter 
from    all    roads. 


A 

-*-  MARY 
7       HENRY 

12 

B 

-•-  JOHN 
12     MARY 

4 

C 

-m-  HENRY 
4      JOHN 

7 

P«rry 


Red  River 


A 

-*-    LAKE   CITY 
16     PERRY 

15. 

B 

8      RED    RIVER 

-► 

^       RED   RIVER 

8 

SMALL    PARKING    IN    RIGHT    ANGLE    JUNCTION 

This  method  is  used  where  the  side  road 
is  of  minor  importance  but  carries  some  new 
traffic. 


Lake  City 


BLM  MANUAL 


ROAD     SIGN     LOCATION     EXAMPLES 
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Berlin 


Gore 


-*-  Pueblo 


LARGE     PARKING    IN  "Y*  JUNCTION 

Set    signs   in  points  of  porking  to 
face   eoch    opproocti  rood. 


38 

PUEBLO 
GORE 

23 

64 

GORE 
BERLIN 

38 

23 

BERLIN 
PUEBLO 

64 

Sandy 

t 


-■ H K- 


Red    - 
Conyon- 


I: 


A 

-*-     SANDY        72 
14      ASHTON      -^ 

B 

-^     RED    CANYON 

C 

RED    CANYON         ^ 

Astiton 


FENCED     ROAD    OR    STREET    JUNCTION 

Set  signs  back  from  rood  by  fence  lines 
or   outside  ditch  lines. 

Do  not  put  signs  on  fences.  Use    separate 
posts. 


A 

-^LINE  DRIVE 
17    MT.    KIRT       -^ 

H-  LINE    DRIVE 

►-  DEEP  CANYON  2 

IC 

)                      RAND-^ 

DOUBLE   "Y"  CROSS     ROADS 
Set  signs  in  points  of   eact)'Y! 


Rond 


Line   Drive 


ROAD     SIGN     LOCATION     EXAMPLES 


BLM  14AMJAL 
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Illustration  9135.23-3 


,/f    Lost   Lake 


-*-JONESVILLE 
12    JOHNSON 


8     LOST  LAKE  -^ 
**- JOHNSON        12 


This  method  of  signing  con  be 
used  where  the   roods  ore  of  equol 
importonce.  new  troffic   from  ol 

directions. 


Forest  Camp 

Use  0  double    foced    sign  (hanging 
type)  ond  set  ot   right  ongles  to  the 
rood  when  the   volume  of  traffic   or 
importance  of  station  justifies. 


Set  sign  in  ''Y'  at  equal  angle* 
to    both    roods. 


For««t  Comp 

Use  a  single  foceo  sign  (bolt  to  post) 
and   set   porollel   to  the  rood   when  o 
double    faced   sign  connot  be  justified. 


-*-DEEP  CR.  ROAD 
-^  LEVEL   SUMMIT       4 


This  method  of  signing  should  be  used 
when   troffic   enters   from  the  spur  rood. 

Set  sign  porollel  to  the  rood,    facing 
spur    rood. 


Jotinson 


-^JOHNSON  9 

I      LEFT  FK.R.S.       -^ 
14    HENRY   SUMMIT  -^ 


JONESVILLE  -fc- 
LOST  LAKE  -^ 


Mileage    ond    arrows  ore 
reversed    on   matching  signs. 


BLM  MANUAL 


ROAD    SIGN    LOCATION    EXAMPLES 
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DEEP   CR.  TRAIL 
4    HUNTERS    CABIN  -► 
9   DEEP    CREEK        -► 


ANDERSON    CREEK 


BLUE  RIDGE  TRAIL 
-^COLD  SPRING  9 


Set   sign  porollel  to  rood     in 
prominent   location. 


Set  sign  at  end  of  rood  ^^ 
witere  trail  begins. 


ALLEN   RANCH 
BLUE  RIDGE  TR.    5 


Set  sign  on  some   side    and  opproc: 
parallel    witl>   spur   rood. 


ALLEN   RANCH 


Set  parallel  to  rood. 


@  COUNTY    LINE   @ 
HUNT  I  CLARK 


Some    OS  state  line   sign. 


-^BLUE    MEADOW 

20 

OR 

-    f    BLUE   MEADOW 

20 

Ttiese    types  of    confirmation   signs    sttould 
be  used    only    wttere  large  distances  ore  involved 
or  wtiere   traffic  may  be  confused. 


ROAD    SIGN     LOCATION     EXAMPLES 


BLM  MAMJAL 
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Illustration  9135.23-5 


JONES     CREEK 


Set  sign  porallel  to   rood, on  bonk 
of    streom. 


-^HUMPTY    CREEK     __ 


Set    sign   at  rigttt    angles    to   rood,  pointing 
ocross  the  river   or   creek    toword    the    creek 
named. 
^Use    0  double   sign  if  necessory. 


Fenced   oreo  as  o  / 

protected    or  reseeding 
study.  J, 

/ 


RESEEDING 


Set   sign   parallel  to  rood    in  front 
of   area. 


LEVONTYS     RIVER 


Set   sign  at  ongle  to  rood    pointing  toword 
the  peak.    Should  be  in  clear  vision  of  peak 
or  mountoin. 

Use  a  double  sign  if  necessary. 


STEEP    CANYON 


Set    sign   parallel   to  rood  in 
front    of   canyon. 


COLD    SPRING 


Set    sign    porallel    to  rood  so 
that  spring   is    visible.    If    spring 
cannot    be    seen   then  use  on 
arrow   pointing    towards    the   spring 
ond    give  0   distance. 


ROAD    SIGN    LOCATION    EXAMPLES 


BLM  MMUAL 
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Na  10  6 


UANG&ILNaZ 


tinishi 

Portions    of    hangers    cxpos«d  aftar 
crcciion   ara  ko  ba   patntad    wi4k 
black,  pain-f. 


HANGte,  N0.4 


HANGtR.  NO.5 


HANGERS  FOR  SIGNS 
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9135 . 3  Recreation  Signs. 

.31  Using.  Recreation  signs  consist  of  several  designs  which  serve 
specific  purposes  of  furnishing  information  to  the  recreation  users. 
All  signs  used  within  recreation  sites  shall  be  rustic  in  type  and 
simple  in  design.  They  are  designed,  located,  auid  erected  to  harmonize 
with  the  landscape  and  are  generally  less  conspicuous  than  other  traffic, 
guide,  and  directional  signs.  Wording  is  brief  and  concise. 

.32  Designing. 

A.  Recreation  entrance  signs  are  generally  of  massive  construction 
and  designed  to  harmonize  with  the  entrance  lajidscape.   Illustrations 

.32A-I  and  .32i\-2  arc  approved  entrance  sign  designs. 

B.  Other  signs  in  recreation  sites  are  used  to  call  attention  to 
natural  points  of  interest,  trails,  observation  points,  safety,  and 
restrictive  regulations,  smd  improvements.  'Ehey  are  of  the  small  rustic 
type.   Illustrations  .32B-1  to  .32B-^  are  approved  designs  for  these 
signs. 

C.  Mark  areas  or  points  which  may  be  hazards  with  caution  or  warn- 
ing signs.  These  are  also  small  rustic  type  signs. 

.33  Locating.  Locate  the  entrance  sign  for  convenient  reading  by 
travelers  entering  the  site.  Place  information,  camping,  utility,  and 
other  types  of  signs  in  locations  where  they  will  most  effectively  con- 
vey the  message  to  the  public. 

.3^  Erecting.  The  proper  use  of  natural  mounting  material  is  important 
if  the  desired  harmony  with  the  surroundings  is  to  be  achieved.  Use 
round  posts,  native  stone,  or  other  natural  mounting  materials  whenever 
practical.  Hew  tops  of  posts  to  a  rounded  or  bl\mt  point.  Use  low 
signs  except  for  entrance  signs  as  traffic  in  recreation  site^  is  either 
slow  vehic\ilar,  or  pedestrian.  Illustration  ,2k   shows  designs  for 
hangers  for  erecting  signs  and  Illustrations  .32A,  .32B-1,  and  .32B-2 
show  examples  of  natural  mountings. 

9135.4  Information  Signs. 
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9  dia- 


4- 


-^ 

DEPARTMENT  OF    THE  INTERIOR 

h-    BULL   MOOSE 
RECREATION    SITE 

PUREAU   OF   LAND    MANAGEMENT 


<0 


12     dia.  post 


Creosote  to  6     above 


ground 


SCHEME     (  I  ) 


RECREATION     SITE     ENTRANCE     SIGNS 

BLM  MAMJAL 


SCHEME  (2) 
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I 
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2-0' 


I' Wood  Powell 


Bevel  Edqce 


i 


)VERNIGHT   \         'Jk 
CAMPING      /  *; 


I I 


5V 


DOW&L    DETAIL 
POR.  SIGHs  RELOW 


1 


»Jotes--  UUcre  to  be  2*  hiqh. 

BuHe  of  poets  fo  be  treated  with 
pretcrvativc. 


i 


I LJ — _. 

[one  way  road>  -y 


I       V       I 


I 


H'- 


o 


_L 


B^i 


ftcvel  Edqes 


Wood  Dowel* 
or  Galv.  fJoile^ 


ONE   WAY 
ROAD 


■10 


I      I 


I J 


i-'h 


TYPICAL 
SIP£  VIEW 


i"h   i'"h 


RECRCATIOM     SITE     SIGNS 


BIM 


MAI^AL 
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Illustration  t^l33.32B-2 


Jl^;^i^^Nj^l2l^CreoMte  lo  C"  above   (ground 


L^^V^Vi 


N  \  \   \  V    nJ 


Bm  MAMJAL 


RECREATION    SITE      SIGNS 
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Variable 


Variable 


^mmil  FALL; 

MULES     J^  T 


Ti'lUdlu.- 


Variable 


IKAfllT" 


.7 


TYPE  K 

Var  i  able 


o 


TYPE:   fe 
Variable 


TO  BLLS 


5 


TYPE:  D 

Variable 


'  .T 

^1 


^-^ 


TYPt    E: 
Variable 


mm  imK 


TYPE:C 


Variable 


rtes* 


l^^dV. 


TYPE   P 


TYPt  G 


TYPE:  H 


RECRE:AT10N    AREA   TRAIL  51GN5 

The  above  signs  show  optional  varia'fions  in  slje  e/'  shape  of  panels- 

Wording  is  onlti  suiges'^ive. 

Sidn   panels    fo  be  of    l5^" material    wl-fh  rounded 
corners   e/'  beveled    or  sanded   ed^es.   Dimen- 
sions  of   panel    variable    depending   on  lenoUi 
of  words    e/"  number   of    lines- 
LefferinQ-  V 

Finish  -  S4ain   conlra«fin6   wilh   ItHcrs. 


I- 

.1 


JL. 


POST  TYPE:   SUPPORT 


T 


i=o 


T 


I  TOV'O 


25" 


FlECflflEKOMg-o 


TYPE:    I 


o 

> 
o 

•0 
"vS 

J 

« 
« 

8 


t2j^" 


•A' 


7'fe9' 


=^d^ 


I  fc  1-f     -       ■*' 


TYPE:    J 

II' 


J  ®W^K]OiOT_ 


(g^l)^IF(lK]i'=o 


TYPE:    K 


Z3' 


^ 


L     7 


TYPE:N    V 


TYPE:L 

16" 


1 L 


TYPE  M 
75" 


mi  imm. 


mi  wv  mm 


TYPE:0  TYPtP 

RtCRtATIOM  AR&A   ROADWAY  5IGN5 

Sign   panels  +0  be  of  Ijj^'maferiaj 
with 


V  2" 


fh  rounded  corners  er  beveled 
or  sanded    ed^es- 


POST    TYPEi    SUPPORT    LsitsnC^-^'  Except   os   otherwise    shown. 


RECREATION    SITE      SIGNS 
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Illustration  9135.32B-4 


PIG.  1 

(  5ee  figures   3  t/K  for  hei6h+ 
^  merhod   of  mounrinb.) 

19" 


-J 


PIG.  1 

(To  be  mounled  on   \ex\\  pole  rack.) 

CAMPGROUND     PACILITY 
LA&tL   51GN5 


Sign  panels   +0  be  of    1^   maTerial  with 
rounded    corncrJ  t/  beveled  or  sanded 


ed6es. 


Cons4rucfion-Ends  of  all  na+urjl   round 
members  +d  be  hewr>  +0  a  blunt  poiirr 
as  shown.  Bu+fs  of  pos+s    +0  be  frea+ed 
wi+h  creoso+e  fo  a    point   6*  above 
oround    line 


Variable    dependin6 
on  sije  ot   3i6n. 


tmm^ 


|--nj|[m|jijl     r~^  This  disfance  variable, 
'     '  I  (.1 1    x''^     increasing  wifh  IcnMh 
of  sign  panel   lo  secure 
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Al  Using. 

A.  Information  signs  are  used  to  call  attention  to  Bureau  projects, 
experimental  areas,  management  areas,  administrative  sites,  district 
boiindaries,  historical  points,  and  physical  features  of  scenic  value, 
and  to  explain  the  programs  of  the  Bureau  to  the  public. 

B.  Portal  signs  for  all  major  BIM  road  systems  will  be  installed  at 
the  entrances  of  all  such  road  systems.  See  Illustrations  .41B-1, 
.iMB-2,  and  .ijlB-3'. 

C.  Any  BIM  project,  adjacent  to  a  main  traveled  road,  vhich  results 
in  a  visible  structure  or  noticeable  change  in  the  landscape  should  be 
explained  to  the  tourists  and  local  residents  by  use  of  an  information 
sign.  For  example,  a  range  reseeding  or  a  reforestation  project  should 
be  identified,  particularly  if  outstanding  and  noticeable  resiilts  are 
obtained  by  the  rehabilitation.  See  Illustrations  .UlC-1  and  .41C-2. 

D.  Large  fire  areas  might  be  identified  with  infonnation  signs, 
telling  the  course  of  the  fire,  cost  of  suppression,  comments  on 
rehabilitation  carried  out  and  other  pertinent  facts.  See  Illustration 

E.  Logging  operations,  particularly  clear-cut  areas,  should  be 
explained,  telling  the  economic  story  of  the  wood  being  harvested  and 
comments  on  the  job  of  reforestation.  Too  often,  through  lack  of  under- 
standing, the  average  person  will  think  an  area  is  being  denuded,  when 
actually  the  timber,  like  a  field  of  grain,  is  being  harvested  properly 
and  the  area  is  being  reforested  for  future  crops. 

.k2     Designing. 

A.  Each  sign  has  a  specific  purpose.  Plan  and  design  it  to  serve 
this  purpose  effectively.  Keep  in  mind  that  the  information  sign  is  to 
give  information  without  appearing  to  become  the  center  of  attention. 
Give  the  message  concisely  in  a  few  words. 

B.  Make  the  size  of  the  sign  large  enough  to  contain  the  message 
without  the  words  or  lines  looking  cravrded..     The  shape  of  information 
signs  is  generally  rectangular  with  the  long  side  horizontal.  Use 
capital  letters.  The  size  of  the  letters  will  vary.  Select  letter 
sizes  that  will  accommodate  the  traveler  at  reasonable  speeds  and  which 
will  not  have  a  gaudy  or  sales  pitch  appearance. 
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Illustration  9135.41C-1 
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C.  The  shape  may  vary  to  harmonize  with  surrounding  landscape  or 
unusual  conditions.  When  directional  arrow  will  aid  the  traveler  to 
locate  a  point  of  interest,  it  should  be  used. 

D.  Generally,  these  will  "be  either  painted  wooden  or  rustic  signs 
and  the  selection  of  the  proper  type  will  depend  upon  the  general  land- 
scape. As  a  rule,  painted  signs  are  "best  adapted  to  populated  areas, 
and  open  country  where  higher  traveling  speeds  prevail,  while  rustic 
signs  are  "best  adapted  to  areas  of  high  scenic  value  and  waysides. 
Desiens  of  information  signs  are  shown  in  Illustrations  .i4-2D-l  to 
A2D-5. 

.^3  Locating.  Select  the  location  such  that  the  sign  will  he  in  full 
view  of  the  traveler  at  a  distance  greater  than  it  can  be  read  and  such 
that  it  will  harmonize  with  the  landscape.  Place  the  sign  either 
parallel  to  the  route  of  travel  or  at  its  center  line,  whichever  is  to 
the  advantage  of  the  traveler.  Illustration  .23-5  gives  examples  for 
locating  information  signs. 

.hk     Erecting.  Fasten  instic  signs  to  pole  type  treated  wood  posts. 
Fasten  painted  signs  to  wood  treated  timber  posts  or  steel  posts, 
depending  on  the  terrain  and  use  of  the  area  in  which  the  sign  is  to  "be 
located.  The  finish  treatment  of  the  post  is  comparable  to  that  of  the 
sign.  In  every  case  it  should  be  erected  to  harmonize  with  the  surround- 
ing landscape.  The  height  of  the  sign  from  the  ground  surface  is  con- 
trolled for  the  best  prospective  view  to  the  traveler  and  harmony  with 
the  countryside.  Seek  to  achieve  a  balance  of  these  factor^. 
Illustration  .2k   shows  typical  details  for  sign  hangers. 

9135 . 5  Fire  Signs  and  Posters. 

.51  Using.  Special  types  of  signs  are  used  in  fire  pre suppression  and 
suppression  work.  Those  used  in  presuppression  work  are  permanent 
painted  wood  or  metal  signs  and  teraporaiy  posters.  In  fire  suppression 
work  only  posters  are  used,  which  are  generally  made  of  plastic  or 
cardboard  materials.  Rustic  signs  are  not  used  except  for  presuppres- 
sion work  in  areas  of  high  scenic  value. 
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9130  -  SI(2JS 
.  52  Designing. 

A.  Design  posters  used  in  fire  suppression  work  for  reading  at  a 
quick  glance.  Make  the  letters  large  and  message  "brief.  These  posters 
give  a  message  for  action  without  consideration  of  landscape.  Illustra- 
tions .71B-17:,  .7IB-I8,  .7IB-2O  and  ,71B-21  are  standard  posters  used 
in  fire  suppression  work.  They  are  stock  items  and  may  be  obtained 
directly  from  the  Denver  Field  Administrative  Office  through  normal 
procurement  procedures. 

B.  PresuEpression  posters  are  designed  to  warn  the  j)ublic  of  fire 
hazards  and  make  them  conscious  of  the  need  for  their  cooperation  in 
preventing  forest  and  range  fires.   Illustrations  .713-13^  .7IB-IU, 
.7IB-I6,  .7IB-I9,  .7IB-22,  and  .7IB-23  are  standard  posters  used  in 
fire  pre  suppression.   They  are ->  stock  items  and  may  be  obtained  directly 
from  the  Denver  Field  Administrative  Office  through  normal  procurement 
procedures.   Illustrations  .52B-1,  .52B-2,  .52B-3^  and  .52B-U  are 
examples  of  permanent  pre suppression  signs.  The  standards  of  sign 
design  stated  under  Section  9131  are  also  applicable  to  these  signs. 

.53  Locating. 

A.  Permanent  pre suppression  signs  should  be  located  on  well  traveled 
roads  in  areas  where  BIM  does  its  own  fire  protection.  The  contracting 
protective  agency  should  erect  and  maintain  all  such  signs  in  areas 
where  fire  protection  is  done  under  contract.  In  selecting  the  location 
for  such  signs  the  prime  consideration  is  to  reach  the  public.  The 
edge  of  towns  or  other  speed  zones  are  good  locations  providing  there 
are  no  advertising  signs  to  compete  for  the  traveler's  attention.  This 
type  of  sign  should  attract  attention  but  should  not  appear  gaudy. 

B.  Use  temporary  pre suppression  posters  in  areas  frequented  by 
users  of  the  public  lands  such  as  waysides,  campgrounds ,  trails,  suid 
roads.  These  posters  should  not  be  used  in  scenic  areas  except  when 
absolutely  necessary.  If  necessary  to  place  such  posters  near  scenic 
attractions,  locate  them  in  the  vicinity  of  the  parking  lot  or  where 
they  will  not  distract  from  the  natural  scenic  beauty  of  the  area. 
Except  on  bulletin  boards,  avoid  mounting  more  than  one  poster  at  a 
single  location. 

C.  Fire  suppression  posters  are  located  to  expedite  fire  control 
work.  The  primary  factor  to  consider  in  locating  them  is  that  of  direc- 
ting operations  within  a  minimum  of  time.  Post  roads  and  trails  at  all 
junction  points  and  at  appropriate  intermediate  points  to  assist  crews 
going  to  or  working  in  the  fire  area. 
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Application;   The  Fire  Guard  Location  Sign  is  primarily  designed 
to  facilitate  the  reporting  of  fires  on  the  public  lands.  The 
device  should  be  of  value  in  acquainting  tourists,  general 
transients,  and  local  citizens  with  the  proper  place  to  report 
fires.   This  sign  also  adds  to  the  fire  guard's  prestige.  Mount 
along  the  public  highway  at  the  entrance  to  the  fire  guard's 
residence. 
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.5^  Erecting  and  Removing.  Mount  permanent  signs  on  suitable  supports 
as  outlined  under  9131     of  this  handbook.  Mount  posters,  except 
fire  suppression  posters,  on  bulletin  boards  or  blackboards  as  outlined 
under  9135.6.      Remove  seasonal  and  fire  suppression  posters  lAien 
their  purjxjse  has  been  served.  Replace  all  faded,  illegible,  or 
unsightly  posters  promptly. 


9135.6  Safety  Posters. 

.61  Using.  The  use  of  these  posters  is  obvious.  All  hazards  shall  be 
properly  posted  vith  the  pertinent  type  of  poster.  For  the  standard 
type  safety  poster  any  message  may  be  selected,  but  it  should  be  con- 
cise and  appropriate. 

.62  Designing. 

A.  All  safety  posters  shall  be  designed  in  accordance  with  "Americsm 
Standard  Specifications  for  Industrial  Accident  Prevention  Signs" 
sponsored  by  the  National  Safety  Council  and  published  by  American 
Standards  Association.  Illustrations  5.71B39,  5.71B^O,  ^.TlB^fl,  and 
5.713^2  show  tour   typical  safety  posters,  which  are  standard  stock 
items.  Standard  safety  posters  shall  be  constructed  of  aluminiim  alloy 
sheets  at  least  O.O63  of  an  inch  in  thickness  or  of  20-gage  sheet 
steel.  A  baked  flexible  enamel  or  comparable  finish  shall  be  used. 


.^ 


(^ 


B.  The  following  standards  are  in  conformity  with  the  above  publi- 
cation and  shall  be  used  in  the  design  of  all  safety  posters. 

1.  Danger  Posters.  These  are  posters  which  warn  of  specific 
dangers  and  should  be  used  only  where  an  immediate  hazard  exists. 
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The  standard  color  scheme  is: 


Background  -  Iffliite 

Panel      -  Black  rectangular 

Wording    -  "Danger"  in  white  letters  on  red 

oval  inside  black  panel 
Message    -  Black  letters  on  vhlte   background 


The  standard  proportions  are: 


Size, 
Inches 
Height      Width 


Black  Rectangular 

Panel,  Inches 
Height      Width 


Red  Oval, 

Inches 

Height      Width 


Word  Danger 
Height 
Inches 


Maximum  Space 
Available  for 
Wording, 
Inches 


HORIZONTAL  PATTERN 


7x10 

sy^x  9% 

2%x   8% 

Uf, 

2%x   9% 

10x14 

4%  X  13% 

4y8  X 11% 

2i^ 

4y4  X  13% 

14x20 

6%  X  19% 

5%xl7 

2% 

6%  X  19% 

20x28 

9y4x27% 

8%  X  23% 

4% 

9y2  X  27% 

UPRIGHT  PATTERN 

lOx    7 

2%x   6% 

2%x    5% 

lis 

6%x   6% 

14x10 

3%x   9% 

2%x   SV2 

lA 

9%x   9% 

20x14 

4%  X  13% 

4%xll% 

2A 

14     X 13% 

28x20 

eya  X  19% 

5%xl7 

2% 

20%  X  19% 

See  Illustration  5.62B. 

2.  Caution  Posters.  These  are  posters  which  warn  of  potential 
hazards  or  caution  against  unsafe  practices. 
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nnoy  be   used.  The  size   lettering   to   be  used 
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The  standard  color  scheme  is: 

Background  -  Yellow 

Panel      -  Black  rectangular  at  top  of  poster 
Wording    -  "Caution"  in  yellow  letters  on  black  panel 
Message    -  Black  letters  on  yellow  background 

The  standard  proportions  are: 


Max.  Space 

Word 

Available  for 

Size 

Black  Rectangular 

"Caution" 

Wording 

Inches 

Panel,  Inches 

Height  of 

Below  Panel 

Height       Width 

Height      Width 

Letter 

Inches 

Inches 

Height       Width 

HORIZONTAL  PATTERN 


7x10 

2%x  9% 

1% 

3y4X   9% 

10x14 

Sy*  X  13% 

2Vi 

Sya  X  13% 

14x20 

3%  X  19% 

2% 

9     xl9% 

20x28 

4y4x27% 

3y4 

14y2x27% 

UPRIGHT  PATTERN 


lOx   7 

l%x   6% 

lys 

7     X   6% 

14x10 

2y4X   9% 

1% 

lOyax  9% 

20x14 

3y4  X  13% 

2y4 

15y2xl3% 

28x20 

3%  X  19% 

2% 

24     X 19% 

See  Illustration  5.62B. 

3.  Safety  Instruction  Posters.  These  are  posters  -vdiich  give 
general  instructions  and  suggestions  relative  to  safety •measures. 
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(Note:  The  words  "Think"  and  "Be  Careful,"  given  here,  are  only  illustrations.  Other  wordings  may  be  used.) 


SAFETY  INSTRUCTION  POSTER 


BLM  MANUAL 


Release  9~3 

3/6/63 


9135. 62B4 


9130  -  SIOIS 


The  standard  color  scheme  is: 


Background 

Panel 

Wording 

Message 


White 

Green  rectangular  at  top  of  poster 

"Think"  or  "Be  Careful"  in  vhite  letters 

on  green  panel.  Other  wording  may  be  used. 
Black  letters  on  white  background 


The  standard  proportions  are: 


*© 


Size, 
Inches 
Height  Width 


Green  Rectangular 

Panel,  Inches 
Height      Width 


7x10 
10x14 
14x20 
20x28 


2y4X  9% 
3%  X  13% 
3%  X  19% 

4^x27% 


Word 

"Think" 

Height  of 

Letters 

Inches 


1% 
2% 
2% 
3Vi 


Max.  Space 
Available  for 
Wording 
Below  Panel, 

Inches 
Height    Width 


SYzX    9% 
5%  X  13% 

9     xl9% 
14%x27% 


Size, 
Inches 
Height  Width 


Green  Panel 

Inches 

Height  Width 


Word  "Be" 

Height  of 

Letters 

Inches 


7x10 
10x14 
14x20 
20x28 


3%x  9% 
4%  1 13% 
6%  X  19% 
9%x27% 


Word 

"Careful" 

Height  of 

Letters 

Inches 


Max.  space 
Available  for 
Wording 
Below  Panel, 

Inches 
Height    Width 


1% 

1ft 

1% 

2ft 

2% 

3% 

3% 

4% 

2%x  9% 
4  xl3% 
6  xl9% 
9%x27% 


See  Illustration  5.62B. 


^-  Safety  Directional  Posters.  These  are  posters  -vdiich  indicate 
the  way  to  locations  such  as  exists,  fire  escapes,  stairways,  and  first- 
aid  rooms. 


.^ 


BLACK- 


-WHITE 


DIRECTIONAL     POSTER 


The  standard  color  scheme  is: 


\ 


Background  -  White 

Panel      -  Black  i^ctangular  at  the  top  of  poster 

Arrow     -  White  on  black  panel 

Message    -  Black  on  white  background 


BLM  MANUAL 


^"^'^^^3/6/63 


(^ 


9135.63 


9130  -  siois 


The  standard  proportions  are: 


Size 

Black  Rectangular 

Panel,  Inches 
Height       Width 

White  Arrow 
Inches 

Maximum  Space 
for 

Inches 
Height       Width 

Over-all 
Length 

Arrow  Head 
Height       Width 

Arrow 
Shaft 
Height 

Arrow  Tail 
Height       Width 

Wording  Below 
Panel 
Height 

6y2  X  14 

9     x20 

12     x28 

15     x36 

314  X 13% 
4%  X  19% 
6     x27% 
7y2x35% 

12% 
18% 
26% 
34% 

2%x3 
3%x4% 
5%x5% 
6%  X  6% 

1% 
1% 
2% 
2% 

2%x3y4 

sy*  X  4y2 

4%x6 

5y2  X  7% 

2%  X  13% 
3%  X  19% 
4%  X  27% 
6y4x35% 

See  Illustration  5.62B. 

.63  Procuring.  These  posters  shall  not  be  constructed  by  Bureau 
personnel.  Safety  posters  for  which  widespread  use  is  anticipated  will 
be  procured  in  quantity  by  the  Washington  Office  and  maintained  as 
stock  items  at  the  Field  Administrative  Office,  Denver.  They  can  be 
obtained  fixDm  that  office  through  regular  requisitioning  procedure. 
Safety  posters  of  stajidard  design  are  available  on  the  retail  market. 
Where  an  emergency  exists  req\iiring  one  or  a  small  number  of  safety 
posters  for  immediate  use  which  are  not  in  stock,  they  may  be  purchased 
on  the  open  market  in  accordance  with  accepted  procurement  procedures. 
Illustrations  5 -71339^  ^0^  ^1^  and  42  show  standard  safety  posters  in 
stock  at  the  Denver  Field  Administrative  Office. 

9135 . 7  Numbered  Posters  (BLM  Stock  Items) . 

.71  Using. 

A.  This  section  includes  all  posters  that  are  standard  BLM   stock 
items.  They  may  be  obtained  in  quantities  from  the  Denver  Field 
Administrative  Office.  Their  use  is  generally  obvious  by  the  message 
they  convey.  The  following  ai^  genei^l  guides  for  use  of  posters: 

1.  Use  too  few  rather  than  too  many. 

2.  Use  a  poster  only  if  the  anticipated  benefits  justify  the  use. 


BLM  MANUAL 


Release     9-3 
3/6/63 


9135. 71A3 


9130  -  SIQIS 


3.  Keep  public  reaction  in  mind  vhen  a  poster  is  placed. 
k.     Avoid  interference  with  the  enjoyment  of  the  scenery. 

5.  Remove  seasonal  use  posters  when  their  purpose  has  been 
served.  Replace  all  faded,  illegible,  or  unsightly  posters  promptly. 

6.  Avoid  using  posters  in  recreation  areas  and  scenic  points 
whenever  possible. 

7.  When  appropriate,  use  poster  jDoards  for  the  mountings.  Such 
poster  boards  should  be  standardized  by  the  State  Director.  Illustra- 
tions -TlA-l,  .71A--2,  .71^-3;  .71A.-^,  .71^-5^  and  .7IA.-6  are  examples 
of  acceptable  types  of  poster  boards. 

8.  Except  on  biilletin  boards,  avoid  mounting  more  than  one 
poster  at  a  single  location. 

B.  Following  is  a  current  listing  with  illustrations  of  all 
standard  posters  in  stock; 


NO. 
S-1 
S-2 

S-3 
S-h 

S-5 
S-6 

S-7 

S-8 

S-9 

S-10 


DATE 


TITLE 


2/63   Please  Close  Gate 

7/62   Center  Stock  Driveway 

Boundary  Stock  Driveway 

No  Dumping  Allowed 

5/58   Reforestation  Project 
(Location  Marker) 

Danger  -  Poison  Bait  - 
Reforestation  Project 

2/63   Boiindaiy  Marker 

3/59   Poster  Location  Marker 

3/59   Bearing  Tree 

8/58   Warning  to  Trespassers 
($250) 


SIZ] 

E 

HEIGHT 
X  7 

MATERIAL 

WIDTH 
10  ' 

Aluminum 

7 

X 

10 

It 

7 

X 

10 

II 

9-3A 

X 

13 

It 

10-1/2 

X 

8 

11 

22 

X 

14-1/2 

Cardboard 

6 

X 

k 

Aluminum 

k 

X 

6 

ti 

6 

X 

k 

It 

7 

X 

h- 

1/2 

Steel 

(^ 


BLM  MANUAL 


Release    9-3 

3/6/63 


^ 


9130  -  SIOIS 


9135. 71B  (cont) 


NO.    DATE  TITLE 

S-11  Warning  to  Trespassers  - 

Pixiperty  of  U.S. 

S-12    2/63   Public  Lands  of  the  U.S. 

S-13    8/58   Notice  -  Fire  Warning 
(Alaska) 

S-l4    8/60   Alaskans  -  Prevent  Fires 


SIZE 

MATERIAL 

WIDTH  HEIOIT 

10    X  7 

Aluminum 

li+-l/2  X  11 

II 

Ik           X  12 

Cardboar( 

Ik             X  Ik 

It 

s-16 

S-IT 
S-18 
S-19 


8/58 

8/58 
3/59 
8/60 


Alaskans  -  Protect  Your 
Forest  From  Fires 


Fire  Camp 
Fire  Camp 


Miles 


Closed  Area  -  Fire  Danger 


13-1/2  X  11 
11^-1/2  X     7-3/k 
12  X     8-1/2 

Ik  X  Ik 


S-21         3/59       Please  Report  Fires   - 


Telephone 

Ik 

X  Ik* 

II 

S-22 

3/59 

Mr.  Fisherman  -  Campfire  Out 

Ik 

X  9-1/2 

If 

S-23 

3/59 

Campsite  -  Clean  smd 
Campfire  Out 

Ik 

X  13-1/^ 

11 

S-2I+ 

8/58 

Fire  Tools  -  Property  of 
USDI  -  BLM 

7 

X  9 

Alumimim 

S-25 

1^/60 

Entering  Federal  Lands  - 
Road  Closed  to  Commercial 
Ha^ilj.ng 

Ik- 

1/2 

X  11 

11 

S-26 

1/60 

Notice  -  This  Marks  the 
Boundary  of  the       Range 
Allotmpnt  or  Unit 
Grazing  District  No. 

10 

X  7 

ti 

BLM  MANUAL 


Release 


9-7 


4/14/64 
Supersedes  Rel.  9-3 


9135. 71B  (Cont) 


NO. 

DATE 

S-27 

1/60 

S-28 

5/60 

S-29 

9/60 

S-30 

9/60 

S-31 

9/60 

S-32 

10/62 

S-33 

9/60 

S-34 

9/60 

S-35 

9/60 

S-36 

1/61 

S-37 

11/61 

S-38 

10/62 

S-39 

11/62 

s-Uo 

11/62 

S-ij-1 

11/62 

S-42 

11/62 

S-43 

2/63 

9130  -  SIGNS 

TITLE 
Vegetation  Study  Site  Marker 

SIZE 
WIDTH  HEIGHT 
10     X  7 

MATERIAL 
Aluminum 

Warning  to  Trespassers 
(Title  18,  U.S.C.) 

8- 

1/2 

X 

Ik 

II 

Tiiiiber  Permit  Cutting  Area 

8 

X 

10-1/2 

Cardboard 

Christinas  Tree  Sale  Area 

8 

X 

5 

II 

■RTM  Timber  Sale  Area 

8 

X 

5 

II 

Boundary  of  Timber  Reserve 

8 

X 

5 

Aluminiim 

Boundary  of  Slash  Disposal 
Area 

8 

X 

5 

Cardboard 

Seed  Tree  -  Do  Not  Fall 

6 

X 

5 

Alin.iin\im 

Post  Sale  Area 

8 

X 

5 

Cardboard 

Salt  Ground  No. 

7 
Ik- 

1/2 

X 
X 

10 
11 

Aluminum 

Community  Pit  No. 

11 

^, 


Public  Lands  of  the  U.S.  - 

Campers  Attention  - 

Protect  Wildlife  10 

Think  Saifety  -  Accidents 
are  Avoidable 

Caution  -  Wear  your  Goggles  1^1- 

Danger  -  No  Smoking 

Fire  Extinguisher  Here 

Danger-Do  Not  Drive 
This  Vehicle 


X     7 


Ik 

X  10 

11 

Ik 

X  10 

II 

Ik 

X  10 

II 

Ik 

X  6-1/2 

It 

8 

X  6 

Cardboard 

BLM  MANUAL 


Release  9-3 

4/14/64 


Supersedes  Rel.  9-3 


9135. 7 IB  (cont) 


9130  -  SIGNS 


NO. 

S-44 


;S-54 

»'S-55 


:S-57 
is -58 


DATE 


8/63 


S-45   8/63 


S-46 

8/63 

S-47 

8/63 

S-48 

8/63 

S-49 

8/63 

S-50 

8/63 

S-51 

8/63 

S-52 

8/63 

S-53   4/64 


4/64 
n/d 


S-56   6/64 


6/64 
8/64 


TI1!1.E 

Public  and  Private  Lands 
beyond  this  sign  are  open 
for  Public  Recreation 

Access  Route  to  Public 
Lands 

Safety  Zone  No  Shooting 

Gate 

Entering  Public  Lands 

Leaving  Public  Lands  Come 
Again 

United  States  Public  Lands 
This  Side  Only   (Round) 

United  States  Public  Lands 
Both  Sides   (Round) 

Boundary  Public  Lands 
Located  on  This  Side  of 
Sign 

Notice  Enjoy  But  Do  Not 
Destroy  Your  Heritage 

Fossil  Bearing  Rocks 


SIZE 
WIDTH  HEIGHT 

14  X   10 

14  X  10 

14  X  10 

7x5 

10  X   7 

10  X   7 

4  dia. 

4  dia. 

7x5 

11  X  14 
11  X  14 


MATERIAL 

Sign  Cloth 

Aluminum 

Sign  Cloth 
Aluminum 


FBI  Investigates  Thefts  of  9  1/10  x  11  7/10  White  Water- 


Goverxmient  Property 

Rules  for  the  Non-Gomtnercial  9k   x  14 
Collection  of  Petrified  Wood  from 
Public  Land 

Area  Closed  to  Collection     7  x  10 
of  Petrified  Wood 

Timber  Cutting  Boundary      8%  x  5 


proof  paper  ' 
.  I 
Plastic  coat4cl 
paper 

Alumlntm    |^ 

Waterproof  paper 


BLM  MANUAL 


Release  9-11 

10/5/64 
Supersedes  Rel.    9-7 


# 


Illustration  9135.71A-1 


9130  -  SIGNS 


SPECIFICATIONS 

Stock  material,  Ponderosa  Pine  No.  I   Common  or  Douglas   Fir, 
No.  3,  clear,  l"x3"and  l"x6"  S4S  sound  knots  permissible. 

100  Sign  Poster  Boards  will  require: 

320  lineal  feet  l"x3"-S4S  and  275  lineal  feet  l"x6"-S4S. 

Finish  with  stain  of  neutral   tone 

Bore   holes  to  facilitate   fastening  to  trees  or  posts. 

Cardboard  signs  to  be  used  on  this  board   will  be  9"xH" 


SPECIFIC    ACTION     POSTER    BOARD 
(Small  Size) 


Bm  MAMJAL 


Release    9-3 
3/6/63 


Illustration   9135^71A-2 


9130   -  SIGNS 


m 


SPECIFICATIONS 

Use    stock   material,   Ponderosa    Pine    No.  I  common  or  Douglas  fir 
No.  3  clear,  l"x3"and  l"x8",  S4S,    sound    knots    permissible. 

100  Sign  Poster  Boards   will   require-. 

725  lineal  feet  rx3"S4S,and  475  lineal  feet  ("xS",  S4S. 

Finish  with  stoin   of  neutral  tone 

Bore   holes   to  facilitate    fastening   to  trees  or  posts. 

Cardboard    signs   to  be  used  on  this  board  will   be  I4"x22". 


BLM  MAIIUAL 


SPECIFIC    ACTION   POSTER    BOARD 
(Medium  Size) 


fe^ 


Release  9-3 
3/6/63 


Illustration  9135.71A-3 


^ 


1X3 


z. 


9130  -  SIGNS 


3/ij'   V4  Round 


^ 


Z- 


Cleats  screwed  to  T6»G 
facinq  with  2  screws  to 
each  board. 


I'<4  T£iG  Floorinq 


I I 


44" 


AS% 


-^3- 


^"  /^  RoundT- 


00 


^ 


.1x4  T&.G 
Flooring 


1*4 
-^Cleats 


SECTION 
THRU  A-A 


Specifications 

Stock  moterial,     Ponderosa   pine  *l  Common    or  Douqias 
Fir    *3  Cleor,     1x4    Floorinq  T&G. 

10  Poster  Boards  will   require  : 

220    lineal   feet      rx4"    T  6.G  Siqn  Facinq 

77  "  "         I   X  3      S4S  Framinq 

104        "  "       2/f"   Va  Round  Trim 

30        ■■  "        I  ^4      S4S  Cleats 

240      l'/4'x*7    Galvanijed    FH.  Screws 

Finish   with  stain    of    neutral  lone 


-UvJ 


^> 


^A_ 


Place  on  double  posfs  on  riqht 

side  of  rood  at   riqht  anqles  to 

line  of  travel  3'  to  4'  above  road 

surface. 

Posts  6"x6"cedar  or  6' round, 

peeled,  stained  a   neutral  tone. 


SPECIFIC    ACTION     POSTER     BOARD 
(  Larqe  Si^e  ) 


3 


BUvi  MATJUAL 


Release  9-3 
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Illustration  9135.71A-4 


9130  -  SIGNS 


^I4'4>  Log  Jawed 


'^Rabbefed 
drip 


ELEVATION 

PIG.  I 

CoTiS'tTOCTion-  tnds  of  all  na'furdl  round  member}  +0  b«  hewn  +oa  blunt 
poinf  Si  shown.  Mlow  dowels  to  projecl  4'  from  &ce  of  supporf.  Eirtts 
of   pos+5  fo  be  +rea+ed    wifh  creosofe  {o  a  poinf   €>'above  6round  line 

Pinish.-   Rusfic. 


1 1 


SECTION 


Rabbcf^ 
deep  +0 
receive    '■< 
panel.       ^ 


,-2jf    fo   3      Round     peeled     pole-7 
•^^^^ y- 


I 


I'  Pine    Panel 


, Pill  Joints  wifh  whife  lead 
before    3e+fin4     panel. 

-^  X  4   Carriage   bolls 


SECTION  ONE-HALF   ELEVATION 

DISPLAY    BOARD  (FIG-l) 


5KtTCH 


SPECIFIC   ACTION    POSTER.   BOARD 

(   LARGE   SIZE  ) 


BLM  MANUAL 


Release  9-3 
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1 


9130  -  SIGNS 


Illustration  9135.71A-5 


"X3" 


I  X  14  poster 


SPECIFICATIONS 


Stock  material,  Ponderosa  Pine  No.  1  Common  or  Douglas  Fir 
No.  3  Clear,  1"  X  3"  and  1"  X  8"  rough  sawn  or  SAS,   sound 
knots  peimdssible. 

100  sign  poster  boards  will  require: 

AOO  lineal  feet  1"  X  8"  and  ^^50  lineal  feet  1"  X  3". 

Finieh  with  neutral  brown  stain 

Use  galvanized  nails  and  bore  holes  to  facilitate  fasten- 
ing to  trees  or  posts. 

Cardboard  signs  to  be  used  on  this  board  will  be  11"  by  H" 


INFORMATION    POSTER   BOARD 


BLM  MANUAL 


Release  9-3 
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Illustration  9135.71A-6 


9130  -  sicajs 


Rough  sown  or 
surfoced,  exposed 
ends  chomfered 


Exposed  wood 
stained  neutrol 
brown 


SECTION    A- A 


INFORMATION   POSTER   ASSEMBLY -SPECIAL 


BLM  MANUAL 


Release  9-3 
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# 


Illustration  9135.71B-1 


>) 


9130  -  SIGNS 
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o 

^  z 
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< 

z 
< 


lij 

z 
I- 

o 

I- 
z 

UJ 

I- 

< 

Ql 

o 

0) 


Q 

z 
< 

-I 

li. 
o 

< 

UJ 

(t 

D 
03 


BLM  MANUAL 
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m 


Instructions;  Hie  use  of  this  poster  is  self-explanatory. 
Mount  on  gate  post.  Use  only  in  locations  vhere  the  gate  is  to 
be  kept  closed  at  all  times,  except  when  in  actual  use. 


Release   9-3 

3/6/63        ^ 


Illustration  9135.71B-2 


9130  -  SIGNS 


>i^ 


CENTER 
STOCK 

DRIVEWAY 


-^ 


Bm  MAJJUAL 


Release  j^'S^^ 


li' 


Instructions ;  Post  permanently  for  the  purpose  of  orienting 
authorized  livestock  users,  especially  in  timbered  areas. 


c 


Release   9-3 
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Illustration  ^35. 7-16.-3 
9130   -  SIGNS 


BLM       No     S-    3 


BOUNDARY 
STOCK 

DRIVEWAY 

Signs  Face 

Trail 

3«r««tt  of  lend  Htll«gtm«nt  Burttu  of  lind  Htntgtintnl 


BLMMAMIAL  Release     9-3 

^x  3/6/63 


€ 


Instructions ;  Post  permanently  for  the  purpose  of  orienting 
authorized  livestock  users,  especially  in  unfenced  areas. 


Release   9-3     ^ 
3/6/63 


Illustration  9135.71B-4 


9130  -  sicajs 


f 


NO 

DUMPING 
ALLOWED 


FOR  NEAREST  AUTHORIZED 

DUMP  GROUND  CONTACT 
LOCAL  AUTHORITIES 

HELP  KEEP  AMERICA 
CLEAN 


BIM  MAUUAL 


Release  9-3 
3/6/63' 


# 


InstiTUctions ;     Post  permanently  at  locations  -where  \mauthorized 
dumping  of  trash  or  debris  is  taking  place. 


t 


Release      9*3 
3/6/63 


9130  -  SIGNS 


Illustration  9135.71B-5, 
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Release    9-7 
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Instructions;   To  be  used  as  a  permanent  type  poster  .to  mark 
reforestation  projects.  Mount  on  wood  posts  -with  or  without  a 
board  backing.  Mount  approximately  kQ   inches  above  ground. 
Install  along  roads  and  trails  where  they  enter  the  seeded  or 
planted  area* and  at  other  conspicuous  points  within  the  area. 
Print  or  stamp  the  date  and  location  in  the  appropriate  spaces 
indicated  on  the  face  of  the  poster. 


Release         9-7 

4/14/64 

Supersedes  Rel.  9-3 


^,^i_^^^_ 


Illustration  9135.71B-6 


> 


9130  -  SIGNS 


1J 
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Release  9-3 
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^ 


Instructions;   To  be  posted  at  the  time  the  poison  is  distributed. 
Post  in  a  sheltered  but  conspicuous  location  near  or  adjacent  to 
No.  S-5-  Mount  on  a  suitable  poster  mounting  board.   See  Code 
9135 •?  of  the  Signs  Handbook.   Remove  when  hazard  no  longer  exists. 


Release  9"3        ^^ 
3/6/63  V^ 


Illustration  9135.71B-7 


9130  -  SIGNS 


O    BLM    No.S-7    (FEB.  1963) 

U.S.  DEPARTMENT  OF  THE   INTERIOR 

BUREAU   OF    LAND    MANAGEMENT 

BOUNDARY 


o 


No  timber  may  be  cut  or  removed 
without  authorization. 


R. 


POSTED  BY 


SEC. 


COR.  IS 


ftD 


DATE 


BLM  Office  is  located  at 


o 


BLM  MANUAL 


Release    9-3 
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Instructions:  To  be  used  to  permanently  post  the  boundary  of 
public  lands  in  timbered  areas.  Use  sparingly.  Use  only  where 
the  boundary  is  legally  established  and  not  subject  to  dispute. 
Use  primarily  in  areas  vultierable  to  timber  trespass.  Mount  on 
boundary  fence,  tree,  or  wood  post.  Paint  or  stan^)  the 
required  information  on  the  face  of  the  poster. 


(^ 
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Illustration  9135.71B-8 


9130  -  SIGNS 


BUA  MAMJAL 
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Instructions:  Post  for  quick  and  accurate  location  of  the 
viewer  in  reference  to  the  legal  lajid  survey  grid;  to  be 
perrnajiently  posted,  at  the  time  a  legal  subdivision  line  is 
rerun  between  existing  legal  survey  comers, at  points  where 
that  line  intersects  roads,  trails,  fences,  etc.  Place  a 
tack  in  the  diagram  at  the  point  representing  the  location 
of  the  poster  on  the  groiind.  Mount  on  wood  posts  or  trees, 
giving  preference  to  the  former. 
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Illustration  9135.71B-9 


9130  -  SIGNS 


BLM  No.  S-9 
(March   1964) 


UNITED  STATES  DEPARTMENT   OF  THE   INTERIOR 
BUREAU    OF  LAND   MANAGEMENT 

BEARING  TREE 

It  is  unlawful  to  destroy,  deface,  chanKO  or  remove 
any  corner  of  the  public  land  surveys  or  to  cut  down 
or  deface  any  bearing  tree  pertaining  to  such  surveys 


CORNER  IS  APPROXIMATELY 


SEC. 


DISTANCE 
POSTED  BY 


DIRECTION 
DATE 


BLM  MAMJAL 


9-7 

Release      ' 


Supersedes   Rel.    9-3 
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Instructions:  To  be  used  to  post  bearing  trees  used  as 
reference  monuments  to  land  sui*vey  comers.  See  "Manual 
of  Surveying  Instructions"  for  explanation  and  use  of 
bearing  tree.  Mount  on  the  bearing  tree  directly  above  the 
slash  and  at  a  height  of  five  to  six  feet. 
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Illustration  9135.71B-10 
9130  -  SIGNS 


BLM     No     S-IO 
(Au9U5f  1958) 

UNITED  STATES 

DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 

WARNING  TO  TRESPASSERS 

All  persons  are  prohibited  under  penalty  of  law  From  (eliing, 
killing,  injuring,  or  removing  any  tree,  timber  or  other  thing  oF 
value  From  these  lands  without  due  authorization. 

It  is  also  unlawFul  to  destroy,  deFace,  change,  or  remove  any 
corner  oF  the  public  land  surveys,  or  to  cut  down  or  deFace  any 
witness  tree  pertaining  to  such  surveys,  whether  on  Government 
lands  or  not,  under  penalty  oF  $250  Fine,  or  imprisonment,  or  both. 


™^««™^  Release    9-3 

3/6/63 
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Instructions:   To  be  used  to  permanently  post  areas  against 
trespass.  Use  sparingly.  Use  primarily  in  areas  where 
trespass  for  the  purpose  of  removing  resources  from  the 
public  Icinds  is  known  to  be  a  problem.   Mount  in  conspicuous 
locations  at  points  of  access  to  the  areas  to  be  protected. 
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Release   9-7 

4/14/64 
Supersedes  Rel.  9-3 


Instructions;  To  be  used  to  post  chattel  type  property  and 
physical  improvements,  especially  those  situated  in  locations 
outside  of  fenced  or  guarded  storage  yards.  Examples  are: 
house  trailers,  radio  towers,  lookout  stations,  stockpiles 
of  materials,  etc. 


o 


4/14/64 
Supersedes  Rel.  9-3  i 


Illustration  9135.7.1B-12 


9130  -  sicais 


<< 


ZCD> 


en 
o 

UJ 


UJ  o 


O       u. 


^  o 


CCS 

UJ  => 
Q  flQ 

CO 


I 

•55 


BLM  MANUAL 
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Instructions:  To  be  permanently  posted  at  gates  and  other 
points  of  entry  to  the  public  lands.  May  also  be  posted  at 
sites  of  range  improvements  such  as  wells,  spring  developments, 
etc.  Stamp  the  name  of  the  town  at  which  the  district  office 
is  located  in  the  space  provided  in  the  lower  right-hand 
corner. 
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Illustration  9135.71B-13 


9130   -  SlONS 


BLM  MAMJAL 
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Instructions ;  This  is  a  fire  pre suppression  poster  used  in 
Alaska.  Post  at  gravel  pit  sites  and  sites  in  timbered  areas 
frequented  by  campers.  Mount  on  a  poster  board  wherever 
practicable . 
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Illustration  9135.71B-14 
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BLM       No    S-  14 


ALASKANS 

PROTECT  YOUR  -  - 

HUNTING 
FISHING 
MINING 
TIMBER 

PREVENT  FIRES 


/"'"cTN 


Bm  MAMIAL 


Instructions:  This  is  a  fii^  presuppression  poster  used  in 
Alaska.  Post  at  mining,  hunting,  and  lumber  canrps,  and  other 
sites  frequented  by  users  of  the  public  lands.  Mount  on  a 
poster  board  •vrtierever  practicable. 
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Illustration  9135.71B-16 


9130  -  SIGNS 


BLM  MAMJAL 
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Instructions:  This  is  a  fire  pre suppression  poster  used  in 
Alaska.  Post  at  mining,  hxuiting,  and  logging  camps,  atnd 
other  sites  frequented  by  users  of  the  public  lands.  Mount 
on  a  poster  board  wherever  practicable. 
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Illustration  9135.71B-17 
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Release  9-3 
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Instructions ;  To  be  used  as  a  temporary  guide  poster  in  fire 
suppression  vork.  To  be  posted  under  the  direction  of  the  fire 
boss.  Post  conspicuously  and  generously  at  the  time  the  fire 
cajiip  is  established.  Post  at  turns  and  forks  along  the  fire 
access  road  between  the  main  highway  and  the  fire  camp  to  guide 
fire  crews  and  others  engaged  in  the  fire  suppression  to  the 
carap.  Remove  as  soon  as  the  carap  is  abandoned. 
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Illustration  9135. 71B-18 
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Instructions;   To  be  used  in  conjunction  with  No.  S-IT-  Post 

at  entrances  to  the  fire  camp  at  the  time  the  camp  is  established. 

Remove  when  the  camp  is  abandoned. 
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Illustration  9135.71B-19 
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BLM      No.    S  -  19 


CLOSED  AREA 

(CLOSED  TO  ALL  TRAVEL) 

The  following-described  area  is  now 
closed  for  public  travel  for  duration 
of  the  present  high  fire  danger: 


Existing  weather  conditions  liave  made  tiie  woods 


HIGHLY    INFLAMMABLE 
Your  Cooperation  Is  Needed 


^^m^/ 


"'SZt"'' 


BIM  MANUAL 
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Instructions:   This  is  a  temporary  fire  pre suppression  poster 
to  be  used  to  post  roads  and  trails  at  points  of  entrance  into 
timber,  brush,  or  grass  areas  whenever  closing  of  the  areas  is 
considered  a  necessary  precaution  against  fires.  Give  the 
date,  by  ■whom  posted,  and  a  description  of  the  posted  area  in 
the  spaces  provided  on  the  poster.   Be  sure  to  remove  when  the 
high  fire  danger  no  longer  exists.   Leaving  posters  erected 
after  the  period  of  emergency  can  defeat  the  whole  purpose  of 
the  program. 
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Instructions;  This  is  a  temporary  fire  presuijpression  poster 
to  be  posted  along  trails,  at  campgroimds,  picnic  areas,  and 
other  points  frequented  by  tourists,  sportsmen,  and  other  users 
of  the  public  lands.  Print  directions  and  distances  in  the 
blank  space  yithin  the  arrow.  Erect  new  posters  seasonally. 
Where  practicable,  mount  on  a  poster  board. 
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InstJTuctions ;  This  is  a  fire  pre  suppression  poster  to  be  used 
at  sites  frequented  by  overnight  fishermen.  Where  peiroanent 
posting  is  anticipated^  use  a  metal  poster.   If  a  cardboard 
poster  is  used,  mount  on  a  poster  board  in  a  sheltered  location. 
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Illustration  9135.71B-23 
9130  -  SIGNS 


BLM   No.  S-  23 


■) 


THIS  CAMPSITE 

IS  FOR  YOUR  USE -KEEP  IT  CHAN 


SURE 

YOUR  CAMPFIRE  IS  DEAD  OUT 
BEFORE  LEAVING 


BLM  MAMJAL  Release  9-3 

3/6/63 


r 


Instructions:   This  is  a  fire  presuppression  poster  to  be  used  at 
designated  campsites.  Where  permanent  posting  is  anticipated^  use 
a  metal  poster.   If  a  cardboard  poster  is  used,  mount  on  a  poster 
board  in  a  sheltered  location. 
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Illustration  9135.71B-24 


9130  -  SIGNS 


BLM     No    S-  2  4 

Ausust  1958 


FIRE  TOOLS 


PROPERTY  OF  THE 


UNITED  STATES 


DEPARTMENT  OF  THE  INTERIOR 
BUREAU  OF  LAND  MANAGEMENT 


IF  THESE  TOOLS  ARE  NEEDED  FOR  FIGHTING  FIRE,  BREAK  SEAL.  RETURN 
ALL  TOOLS  TO  THIS  BOX.  MOLESTING,  DESTROYING,  OR  REMOVING  THIS 
PROPERTY   FOR   OTHER  PURPOSES    IS   PROHIBITED   AND    ALL   VIOLATORS 

WILL  BE  PROSECUTED 


BLM  WmiMj 


Release    9*3 
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Instructions;  This  is  a  permanent  notice  to  be  attached  to  all  fire 
tool  boxes  and  sheds  located  anywhere  on  the  public  lands. 
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Release  9-3 
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Instructions:   This  is  a  permanent  poster  to  be  used  to  inform 
users  of  the  road  thc\t  permits  are  required  for  commercial  use. 
This  poster  to  be  used  only  on  ro8.ds  controlled  exclusively  by 
BLM  which  are  subject  to  commercial  use.   If  desirable;  No.  S-8 
can  be  placed  in  the  space  at  the  right  side  of  the  poster  to 
show  the  location.   Stamp  the  location  of  the  District  Office 
in  the  space  provided  at  the  lower  left  side  of  the  poster. 
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Illustration  9135.71B-26 
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Instimctions;   To  "be  permanencly  posted  at  gates  in  allotment 
boundary  fences.  '^There  the  allotment  boundaiy  is  not  fenced^ 
moimt  on  wood  posts  at  points  where  roads  or  trails  intersect 
the  boundary  or  along  roads  and  natural  land  marks  on  the 
boundary . 

NOTE;  This  poster  is  being  revised  to  eliminate  the  Grazing 
District  No.  and  to  show  the  location  of  the  district  office 
instead. 
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Instructions;   post  on  boimdaries  of  vegetation  study  areas. 
Mount  near  the  project  marker. 
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Illustration   9135.71B-28 
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BlM      No.  S-28 

Tm.j 


UNITED  STATES 

DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 

Property  of  the  United  States 

WARNING  TO  TRESPASSERS 

ALL  PERSONS  are  prohibited  under  penalty  of  the  law  from  fell- 
ing, killing,  injuring,  or  removing  any  tree,  timber,  or  other  thing  of 
value,  from  these  lands  without  due  authorisation. 

THE  UNITED  STATES  CODE  (TITIE  18).  PROVIDES  IN  PART 

Section  1361:  "Whoever  willfully  injures  or  commits  any  depredation 
against  any  property  of  the  United  States,  or  of  any  department  or  agency 
thereof,  or  any  property  which  has  been  or  is  being  manufactured  or  con- 
structed for  the  United  States,  or  any  department  or  agency  thereof,  shall 
be  punished  as  follows: 

"If  the  damage  to  such  property  exceeds  the  sum  of  $100,  by  a  fine 
of  not  more  than  $10,000  or  imprisonment  for  not  more  than  ten  years, 
or  both;  if  the  damage  to  such  property  does  not  exceed  the  sum  of  $100, 
by  a  fine  of  not  more  than  $1,000  or  by  imprisonment  for  not  more  than 
one  year,  or  both." 

Section  18S5:  "Whoever,  willfully  and  without  authority,  sets  on  fire 
any  timber,  underbrush,  or  grass  or  other  inflammable  material  upon  the 
public  domain  or  upon  any  lands  owned  or  leased  by  or  under  the  partial, 
concurrent,  or  exclusive  jurisdiction  of  the  United  States  . . .  shall  be  fined 
not  more  than  $5,000  or  imprisoned  not  more  than  five  years,  or  both." 

Section  18S6:  "Whoever,  having  kindled  or  caused  to  be  kindled,  a 
fire  in  or  near  any  forest,  timber,  or  other  inflammable  material  upon  any 
lands  owned,  controlled  or  leased  by,  or  under  the  partial,  concurrent,  or 
exclusive  jurisdiction  of  the  United  States  .  .  .  leaves  said  fire  without 
totally  extinguishing  the  same,  or  permits  or  suffers  said  fire  to  burn 
or  spread  beyond  his  control,  or  leaves  or  suffers  said  fire  to  burn  unat- 
tended, shall  be  fined  not  more  than  $500  or  imprisoned  not  more  than 
six  months,  or  both." 

Section  1858:  "Whoever  willfully  destroys,  defaces,  changes,  or 
removes  to  another  place  any  section  corner,  quarter-section  corner,  or 
meander  post,  on  any  Government  line  of  survey,  or  willfully  cuts  down 
any  witness  tree,  or  any  tree  blazed  to  mark  the  line  of  a  Government 
survey,  or  willfully  defaces,  changes,  or  removes  any  monument  or  bench 
mark  of  any  Government  survey,  shall  be  fined  not  more  than  $250  or 
imprisoned  not  more  than  six  months  or  both." 

VIOLATORS  will  be  prosecuted  in  the  United  States  courts  to  the  full 
extent  of  their  civil  and  criminal  liability. 

DIRECTOR 

BUREAU  or  LAND  MANAGEMENT. 

BD-l  M.'URJAL  Release     9-3 
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Instructions ;  Use  sparingly  and  with  discretion.  Use  only  to 
post  "trouble  spots,"  such  as  areas  where  timber  trespass  and/or 
incendiaries  are  a  problem.  Mount  on  a  poster  board. 
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Illustration  9135.71B-29 


9130  -  SIGNS 


BLM  No.  S-29 


TIMBER  PERMIT 
CUTTING  AREA 


Name 


Permit  No. 


Expiration  Date 
Boundaries 


Keep  America  Green 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 


Bm  maijU.u 
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Instructions;   This  is  a  temporary  poster  used,  to  post  areas 
for  which  free  use  permits  have  been  issued.   Print  the  name  of 
the  perroittee^  the  permit  number,  and  the  expiration  date  in 
the  blank  spaces  on  the  face  of  the  poster.   Give  a  complete 
but  concis'e  description  of  the  boundaries.   Remove  the  posters 
upon  expiration  of  the  permit. 
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BLM      No,    S-30 
TSept.  I960) 


') 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND   MANAGEMENT 

CHRISTMAS  TREE 
SALE  AREA 


*j 
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Instructions;  This  is  a  temporary  poster.   Its  use  is  self- 
explanatory.  Post  along  routes  to  be  used  "by  the  public  to 
reach  the  sale  area.  Remove  upon  termination  of  the  sale. 
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UNITED  STATES 

DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 


BLM 
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BER  SALE 

AREA 


BLM  MAiniAL 
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InstiTictions :  This  is  a  temporary  poster.   Its  use  is  self- 
explanatory.   Post  along  routes  to  be  used  by  the  public  to 
reach  the  sale  area.   Remove  upon  termination  of  the  sale. 
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8LM   No  S-  32  (Sept.  1960) 

UNITED  STATES  DEPARTMENT  OF  THE  INTERIOR 
BUREAU  OF  LAND  MANAGEMENT 

BOUNDARY  OF 
TIMBER  RESERVE 


NO  CUniNG  AUTHORIZED  BEYOND  THIS  POINT 


') 


PREVENT  FOREST  AND  RANGE  FIRES 


BLM  MAUUAL 
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InstiTictlons;   This  is  a  temporary  poster  used  in  connection 
with  timber  sale  contracts  to  designate  boundaries  of  reserve 
areas  within  the  overall  sales  tra.ct. 
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UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 

BOUNDARY  OF 
SLASH  DISPOSAL  AREA 

ALL  LOGGING  DEBRIS  BETWEEN  THE  LINE  MARKED  BY  THIS  SIGN  AND  THE 

IS  TO  BE 

No  Burning  Authorized  Beyond  This  Point 


BLM  MAMJAL 


Release  9-7 
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InGtructions:   This  is  a  teraporary  poster  used  to  designate  areas 
on  which  slash  is  to  be  burned.   Place  the  posters  to  face  the 
area  from  which  the  slash  is  to  be  disposed.   Print  the  appro- 
priate message  in  the  spaces  provided.  For  example:   "All  logging 
debris  between  the  line  marked  by  this  sign  and  the  logging  road 
is  to  be  piled  and  burned. " 
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BLM     No  S-34     (Sept.   1960) 

UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 

SEED  TREE 
DO  NOT  FALL 

THE  CUTTING  OF  SEED  TREES  CONSTITUTES  A 
WILLFUL  TRESPASS,  AND  IS  SUBJECT  TO  THE 
PENALTIES  PROVIDED  BY  LAW 

MC  A-n07 
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Instructions;   This  is  a  temporary  poster  to  be  used  in  connection 
\rith  tiriiber  sale  contracts  to  mark  seed  trees  to  "be  saved.  Moxint 
directly  on  the  seed  tree. 
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BLM  No.    S-35 
(Sept.   i960) 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 

POST  SALE 
AREA 


BLM  MAMJAL 


Release    9-3 
3/6/63 


Instructions;  This  is  a  temporary  poster.   Its  use  is  self- 
explanatory.  Post  along  routes  to  be  used  by  the  public  to 
reach  the  sale  area.   Remove  upon  termination  of  the  sale. 
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Instructions:  Use  to  designate  sites  where  salt  can  be  distributed  by- 
grazing  allottees  to  their  livestock. 
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Instructions;  Post  pennanently  at  springs,  reservoirs,  and 
other  watering  places  used  or  likely  to  be  used  as  campsites. 
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BLM  S-44,  Instructions:   Tliis  poster  should  be  used  in  areas  where 
there  is  significant  usage  by  the  public  for  recreation 
purposes,  particularly  hunting  and  fisliing.   It  should  be 
posted  only  witli  the  consent  of  the  intermingled  landowners. 
An  exchange  of  use  agreement  area  is  one  example  where  the 
use  of  the  sign  would  be  appropriate.   Since  such  areas 
frequently  are  temporary,  only  clotli  signs  have  been  made 
available. 
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BLM  S-45,  Instructions:   Post  adjacent  to  roads  and  trails  across 

private  lands  where  there  is  an  easement,  usually  acquired 
by  BLM,  which  permits  public  access  in  order  to  reach 
special  recreation  attractions  such  as  lakes  and  fishing 
streams  on  public  lands. 
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BLM  S-46,  Instructions ;   This  poster  should  be  placed  at  intervals 
around  holding,  pastures,  buildings,  or  other  improvements 
on  public  lands,  or,  with  the  consent  of  the  landowners, 
on  private  property  that  is  intermingled  with  public  land. 
Its  value  ordinarily  will  be  of  a  temporary  nature,  often 
just  during  the  hunting  season. 
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BLM  S-47,  Instructions:   This  poster  should  be  used  in  areas  where 
there  is  significant  use  by  the  public  for  recreation 
purposes  involving  the  use  of  saddle  horses  or  off-highway 
vehicles.   It  should  be  posted  on  fences  located  on  or 
bordering  land  managed  by  BLM  wherever  there  is  a  gap  of 
more  than  1/2-mile  between  gates.   Posting  at  intervals 
of  l/4-mile  is  suggested.   For  new  fences,  the  sign 
should  be  posted  at  the  time  of  construction.   For  existing 
fences,  the  posting  should  be  completed  as  rapidly  as  is 
feasible. 
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BLfl  S-48,  Instructions:   Post  primarily  in  areas  where  there  is 

appreciable  use  by  the  public  for  recreation  purposes.   It 
should  be  posted  adjacent  to  trails,  jeep  roads,  or  at  gates. 
For  high  speed  roads  or  highways,  rustic  signs  with  suf- 
ficiently large  lettering  should  be  used. 
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BLM  S-49,  Instructions :  This  sign  should  be  used  primarily  in  areas 
where  there  is  sufficient  use  by  the  public  for  recreation 
purposes.   It  should  be  posted  adjacent  to  trails,  jeep 
roads,  or  at  gates.   On  high  speed  roads  or  highways, 
rustic  signs  employing  larger  lettering  should  be  used. 
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BLM  S-50,  Instructions :   It  is  anticipated  that  these  "Government 
land"  posters  will  be  used  in  quantity.   They  should  be 
posted  at^  the  time  of  construction  on  all  new  BLM  fences 
or  fences  constructed  under  a  section  4  permit  or  a 
cooperative  agreement.   All  existing  fences  on  or 
bordering  BLM  lands  would  be  posted  as  rapidly  as  is 
feasible.   It  is  recommended  that  they  be  clipped  to 
the  top  wire  of  the  fence  or  nailed  to  posts  at 
intervals  of  330  feet. 
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BUyi  S-51,  Instructions:   It  is  anticipated  that  these 

"Government  land"  posters  will  be  used  in  quantity. 
They  should  be  posted  at  the  time  of  construction 
on  all  new  BLM  fences  or  fences  constructed  under 
a  section  4  permit  or  a  cooperative  agreement.   All 
existing  fences  on  or  bordering  BLM  lands  would  be 
posted  as  rapidly  as  is  feasible.   It  is  recom- 
mended tliat  they  be  clipped  to  the  top  wire  of  the 
fence  or  hailed  to  posts  at  intervals  of  330  feet. 
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BLM  S-52,  Instructions :   This  is  suggested  as  a  supplement  to  the 
posters  marked  Nos.  S-50  and  S-51  for  use  in  nontimbered 
areas  where  there  is  considerable  usage  of  BLM  lands  by 
the  general  public.   (For  tinil)ered  areas,  use  BLM  No.  S-7.) 
They  should  be  posted  approximately  every  1/4-mile  along 
boundary  fences  and  at  gates  across  roads  or  trails.   It 
is  also  proposed  that  they  be  used  to  post  boundaries 
where  there  are  no  fences. 
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BLM  No    S-53 
(Apnl  1964) 
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NOTICE 


Ancient  Indian  ruins  and  artifacts  in  the  vicinity  of  this 
notice  are  fragile  and  irreplaceable.  The  Antiquities  Act 
of  1906  protects  them  for  the  benefit  of  all  Americans. 


ENJOY  BUT  DO  NOT  DESTROY  YOUR  AMERICAN  HERITAGE 

Any  person  who,  without  official  permission,  injures, 
destroys,  excavates  or  appropriates  any  historic  or 
prehistoric  ruin,  artifact  or  object  of  antiquity  on  the 
public  lands  of  the  United  States  is  subject  to  arrest 
and  penalty  of  law. 

Permits  to  excavate  sites  or  remove  artifacts  can  be  issued 
only  to  recognized  educational  and  scientific  institutions. 


UNITED  STATES 
DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 


BLM  MANUAL 
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Instruction;   This  sign  is  to  be  installed  wherever 
its  use  will  be  effective  in  stimulating  public  interest 
in  the  preservation  of  significant  evidence  of  pre- 
historic Indian  culture,  and  in  preventing  or  controlling 
vandalism.   If  this  sign  attracts  unwanted  attention 
to  a  site,  the  State  Director,  in  consultation  with 
the  National  Park  Service,  may  deliberately  leave  the 
site  unmarked. 

(See  BLM  Manual  9251. IIA  and  H) 


V. 


Illustration  9135.71B-55 
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INVESTIGATES  THEFTS 
GOVERNMENT  PROPERTY 


The  theft,  embezzlement,  illegal  possession  or 
unlawful  destruction  of  any  property  belonging 
to  the  United  States  Government  or  being  man- 
ufactured under  contract  for  the  government, 
is  a  Federal  violation  punishable  by  a  maximum 
penalty  of  10  years  in  prison  and  or  a  fine  of 
$10,000. 

A  THEFT  FROM  YOUR  GOVERNMENT  IS  A  THEFT 

FROM  YOUl 

NOTIFY  THE  FBI  IMMEDIATELY  OF  ANY  VIOLATIONS. 


^^  J.  Edgar  Hoover, 


Director 


To  contact  the  FBI,  consult  page  one  of  your  telephone  directory 


For  re-order  purposes  refer  fo  BLM  No.  S-55 


G  PC    842-370 


BLM  MANUAL 
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Instruction;   This  is  a  warning  notice  published  by 
the  FBI  and  is  available  for  your  use 
from  FAO  stocks.   This  notice  may  be 
posted-  on  Government  property  as  appropriate.. 
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Instruction:   This  sign  is  to  be  installed  wherever 
its  use  will  be  effective  in  stimulating  public 
interest  in  the  preservation  of  significant  deposits 
of  fossiliferos  rocks  and  materials,  and  in  preventing 
or  controlling  vandalism  of  such  deposits. 
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Illustration  9135. 7 IB -56 
9130  -  SIGNS 


UNITED  STATES  DEPARTMENT  OF  THE  INTERIOR 

BUREAU  OF  LAND  MANAGEMENT 

Rules  for  the  Non-Commercial  Collection 
of  Petrified  Wood  from  Public  Lands 


To  hilp  providt  for  reck  coHcetinj  oi  ortt  of  (ht  many  outdoor  rtcrcotion  octlvititi  er«  iht  public  lartdl  Hm 
Dtportmtn)  of  tlic  Interioi,  under  tftt  provliioni  of  Public  Low  87-71  3,  hot  odopttd  rulti  jovcmln)  die  fraa 
rctnovol  of  pc'iifltd  wood.     Pltote  cooperate  in'obttrvin^  them,     rollowing  it  a  tummary  of  thtl*  rulct: 

la  Landt  odminitterad  by  tlt«  B«r«au  of  Land  Manajtmtnt  and 
Bureau  e(  Reclamation  ore  op«n  to  collection  eicept  at  conitrwcted 
tMervoir  projcctt  and  otder  tpecific  areai  which  have  been  doted  to 
collection.     BLM  areoi  which  are  cloied  are  poited. 

Mm  There  it  no  charge;  no  application  or  permit  it  required,  eicepi  for 
mutevm  piecet  of  over  250  poundt. 

im  The  moiimum  limit,  without  a  permit,  per  perten,  it  !S  peundi  per 
day  plwt  one  piece  and  8S0  poundt  per  year. 

#■    Povlin;  of  quetot  to  obtain  piecet  over  850  poundt  it  profiibited. 

9e  If  a  penon  withet  to  obtain  a  tpecimen  wcijhinf  over  950  poundt 
for  diiploy  in  a  mutcum  or  limilar  inttitution  he  mutt  obtain  a 
permit  from  a  Dittrict  Manajer,  Bureau  of  Land  Management, 
before  rcmovinj  it. 

O*  Hand  tooli  only  may  be  uted  for  excavation.  The  ute  of  eiplotivet 
or  power  equipment  it  prohibited.  Only  vchielct  uicd  at  a  principal 
mcani  of  pertonal  trantportation  n«oy  be  uted  for  houlinf  purpetet. 

#■  Petrified  wood  from  public  landt,  obtained  under  the  free  ute 
privilege,  mutt  not  be  bartered  or  told  to  commercial  dcolen. 

Please  proctice  good  outdoor  monnert  Be  occufotely  informed  of  land  ownerthip  Toke  no  more  petrified 

wood  than  you  will  ute  lor  hobby  purpotei — Lcovc  the  reil  for  othcrt  Avoid  unncccttary  Jomuje  to  toil, 

ploot  life  and  other  natural  feoturet  .         Leave  wour  camp  cleaner  than  you  found  it      .   .  Be  very  cotefvl  willi 
hret  ond  firearms. 

Thank  You  ohJ  Com*  Again 

THE  DISTRICT  MANAGU  IN  CHADGt  <X  THIS  AREA  IS  LCXATtO  AT: 


BLM  MANUAL  ^,^^^^      ^^^^ 

1/5/65 
Supersedes  Rel.    9-11 


Instruction;   This  temporary  poster  is  to  be  placed  in  the 
vicinity  of  public  land  areas  where  petrified  wood  is  found. 
The  deposits  should  be  available  to  rock  collectors  and  a 
popular  source  of  material.   Always  mount  on  a  poster  board 
in  a  conspicuous  location.  Where  appropriate,  use  in 
conjunction  with  posters  showing  the  location  of  Federal  lands. 
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AREA  CLOSED 

TO  COLLECTION  OF 
PETRIFIED  WOOD 


PETRIFIED  WOOD  FOUND  IN  THIS  AREA  IS  UNIQUE     IT 

IS  BEING  PRESERVED  IN  ITS  NATURAL  CONDITION  AND 

LOCATION  FOR  PUBLIC  OBSERVATION  AND  SCIENTIFIC 

STUDY  NOW  AND  FOR  THE  FUTURE 


ENJOY    BUT    DO    NOT    DESTROY 
YOUR    AMERICAN    HERITAGE 


Any  ptrson  who  damagts  or  rtmovts  pttrifitd  wood 

from  an  arta  clostd  to  collection  is  subjtct  to  arrtst 

and  penalty  of  law 


UNITED  STATES  DEPARTMENT  QF  THE  INTERIOR 
Burtau  of  Land  Manajtmtnl 
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Instruction;   This  is  a  permanent  poster  to  be  placed  at 
intervals  of  400  feet  or  less  around  all  deposits  of  petrified 
wood  which  have  been  officially  closed  to  collection  of 
specimens  under  the  free  use  regulations. 
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9135. 71C 


9130  -  SIGNS 

C.  Some  of  the  stsmdard  stock  posters  contain  "blank  spaces  for 
insertion  of  location,  date,  number,  and  other  specific  information. 
Various  means  have  been  used  for  entering  this  information,  such  as  use 
of  steel  stamping  dies,  paint,  and  etching.  These  methods  have  not 
always  proved  satisfactory.  The  following  guidelines  for  imp2X)ving  the 
quality  of  this  work  are  given; 

1.  Do  not  in  any  case  use  stamping  dies  or  etching  tools  which 
will  disturb  the  protective  coating  on  metal  posters. 

2.  Use  waterproof  ink  for  cardboard  posters. 

3.  Where  feasible,  use  waterproof  ink  or  self -adhering 
aluminum  or  plastic  tapes  with  embossed  lettering  on  metal  posters. 
The  following  or  similar  products  are  recommended: 

Flo -Master  Felt -tip  Pen 

Mfd.  by  Cushman  and  Denison  Mfg.  Co., 
Corlstadt,  New  Jersey 

Midgie  Embossing  Tool 

Mfd.  by  Hoover  Lotsch  Corporation 

Dymo  Hand  Embossing  Machine 
Mfd.  by  Dymo  Industries,  Inc., 
Duryes,  Pa. 

Stocked  by  GSA  -  FSS 

Stock  #71^90-8^4-1757  Machine  M-IM  $48-95 
Vinyl  plastic  tapes  (GS-OOS -35950)  $1.65 
Metal  tapes  (GS-OOS -35950)  $.065  to  2.50 

h.     Where  the  materials  and  equipment  are  not  readily  available 
or  for  other  reasons  the  methods  given  under  C3  are  not  feasible,  a 
good  quality  exterior  metal  enamel  may  be  used. 

•72  Approving,  Revision,  Canceling. 

A.  All  posters  listed  and  illustrated  under  9135.7     are  approved 
and  authorized  for  use.  Washington  Office  approval  must  be  obtained 
for  all  new  posters,  the  revision  of  existing  posters,  and  the  cancel- 
lation of  existing  posters.  The  Washington  Office  will  approve  the 
designs,  assign  the  members,  and  handle  the  procurement  of  all  standard 
posters  to  be  maintained  in  stock  at  the  Field  Administrative  Office, 
Denver. 


J 


BLM  MANUAL  Release     9-3 

3/6/63 


9135. 72B 


9130  -  SIGNS 


B.  Where  a  definite  need  exists  in  any  field  office  or  Bureau 
activity  for  a  new  poster  not  currently  stocked  or  for  revision  of  a 
currently  stocked  poster,  that  office  or  activity  should  make  appro- 
priate request  or  proposal  to  the  Washington  Office. 

C.  The  following  are  guidelines  for  proposals  for  new  and  revised 
posters. 

1.  The  pixDposal  must  be  for  a  poster  that  woiild  have  wide  appli- 
cation and  use — in  general.  Bureau-wide,  but  in  all  cases  more  than  one 
State . 

2.  Wording  should  be  the  best  usable  message — clear,  brief,  and 
appealing. 

3.  The  proposal  should  include  a  discussion  of  planned  use. 

.73  Poster  Numbering  System.  The  Branch  of  Organization  and 
Management,  Washington  Office,  will  be  responsible  for  assigning 
numbers  to  all  standard  posters.  They  will  be  numbered  in  chronologi- 
cal order,  each  number  being  preceded  by  the  letter  "S".  The  numbers 
assigned  will  be  placed  on  the  posters,  preceded  by  the  initials  BLM. 
The  month  and  year  in  which  the  poster  is  printed  will  be  placed  imder 
the  number.  For  example:  BLM  No.  S-kO 

(Oct.  1962) 
This  title  and  date  will  be  placed  in  the  upper  left-hand  comer  except 
on  posters  having  a  solid  color  panel  at  the  top  (for  example,  safety 
notices),  in  'vrtiich  case  they  will  be  placed  in  the  lower  left-hand  comer. 

9135-8  Special  OVpe  Signs. 

.81  Project  Markers. 

A.  General.  A  project  marker  is  a  special  type  of  information  sign 
used  for  permanent  reference  and  identification  of  BIM   construction  and 
improvement  projects.  Illustration  .81  shows  the  details  for  the 
approved  standard  project  marker.  The  cap  is  constructed  of  aluminiom 
alloy.  The  stem  or  post  is  constructed  of  standard  galvanized  iron 
pipe. 
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B.  Procuring.  These  markers  are  stocked  at  the  district  offices. 
Upon  depletion  of  the  stock  a  requisition  for  replenishment  is  sub- 
mitted to  the  Denver  Field  Adininistrative  Office.   There  the  requisi- 
tions are  consolidated  and  purchase  made  through  established  procure- 
ment contract  procedure. 

C.  Using.  Mark  all  significant  point  location  project  structures 
of  a  permanent  nature  constructed  by  BUA   such  as  roads,  bridges,  tovers, 
buildings,  permanent  camp  and  picnic  grounds,  dams,  wells,  and  spring 
developments.   The  marking  of  all  areal  and  lineal  projects  such  as 
revegetation  projects,  land  treatment  projects,  water spreading  systems, 
fences,  and  pipelines  is  not  required.  The  district  manager  shall 
determine  which  areal  and  lineal  projects  are  s\afficiently  significant 
and  permanent  to  be  marked.   See  Section  k'^62.2k,   Resource  Development 
and  Conservation  Marual. 

D.  Locating.   In  marking  stiructures  made  partly  of  concrete  place 
cap  directly  in  the  concrete  without  the  use  of  the  pipe  post;  for 
example,  in  a  comer  of  a  step  or  stoop  at  a  building,  in  the  concrete 
foundation  of  a  tower,  in  a  corner  of  the  concrete  platfoim  at  a  well, 
on  a  s\imp  wall  at  a  spring,  or  on  an  exposed  portion  of  a  bridge  abut- 
ment.  In  marking  roads  or  camp  and  picnic  grounds,  set  the  marker  in 
the  ground  near  the  portal  sign  where  it  will  be  protected  by  that  sign. 
In  marking  dams  set  the  marker  on  an  extension  of  the  center  line  of 
the  dam  near  the  end  from  which  the  dam  is  usually  approached  and  at  a 
point  where  it  is  not  likely  to  be  disturbed.   In  marking  areal  projects 
such  as  revegetation,  land  treatment,  or  waterspreading  projects,  set 
the  marker  adjacent  to  a  gate  or  road  entrance  to  the  project;  or  where 
a  large  information  sign  is  also  used  to  explain  the  project,  locate 
near  that  sign.   In  marking  fences  set  marker  in  alignment  with  the 
fence  near  gate(s).  For  pipelines  set  markers  at  the  termini  of  the 
line. 

E.  Erecting.  Except  where  the  cap  is  imbedded  directly  in  concrete 
structures,  set  the  pipe  post  in  firm  soil  to  a  depth  of  2k   to  26 
inches.   Tlius  the  cap  will  be  from  6  to  8  inches  above  ground,  high 
enough  to  be  seen  but  low  enough  that  it  will  not  likely  be  disturbed 
by  vehicles  or  livestock. 
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F.   Reference.  For  additional  details  on  the  use  of  project  markers 
and  instructions  on  stamping  the  markers^  see  Section  ^362. 2^+  of  the 
Resource  Development  and  Conservation  Manual. 

.82  Public  Land  Survey  Monument  Information  Sign. 

A.  Purpose. '  This  is  a  special  type  of  information  sign  vhich 
differs  from  other  information  signs  covered  in  this  handbook  primarily 
because  its  use  is  not  restricted  to  public  land  areas  administered  by 
the  district  managers.   The  purpose  of  the  sign  is  to  aid  in  the  dis- 
semination of  knowledge  of  the  rectangular  survey  system  of  the 
United  States,  and  to  create  a  greater  appreciation  for  survey  markers 
and  for  the  survey  system  they  represent. 

B.  Using.   Since  most  of  these  signs  mil  not  be  on  BHA   land  the 
primary  responsibility  for  their  use  will  be  \rith   the  State  offices. 
Make  an  examination  of  public  land  survey  markers  in  public  parks  and 
recreation  areas  in  the  State.   This  will  include  county,  State,  and 
national  parks  as  well  as  BM  and  roadside  recreation  areas.  No  doubt 
such  examination  will  reveal  one  or  two  survey  markers  in  each  area 
that  are  near  points  frequented  by  visitors  of  the  parks  and  recreation 
sites.   Place  an  information  sign  at  each  of  such  markers.   Be  sure  to 
obtain  permission  from  the  proper  authorities  before  placing  the  signs. 
This  is  not  a  crash  program  but  is  to  be  instigated  immediately  and 
carried  out  as'  a  continuing  project. 

C.  Designing.   Illustration  .82  and  .82B  show  a  typical  design  for 
a  public  land  survey  monument  information  sign.   Do  not  vaiy  the  word- 
ing given  in  the  illustration  except  as  necessary  to  make  it  applicable 
to  the  particular  marker  or  monument  being  publicized.  Use  routed 
letters  and  rustic  design  througiiout.  Use  the  letter  sizes  shown  in 
the  illustration. 

D.  Procuring  and  Erecting.   The  State  offices  will  be  responsible 
for  getting  the  signs  constructed  and  erected.   Guidelines  on  procure- 
ment procedure  are  given  under  9132.      In  erecting  make  certain 
that  the  sign  is  located  such  that  it  will  not  interfere  \rit'h   future 
surveys  made  from  the  monument. 
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E.   Sign  Record.  The  State  offices  shall  keep  a  permanent  record  of 
all  survey  monument  signs  placed,  identifying  the  park,  roadside,  site, 
or  recreation  area,  as  well  as  the  section,  township,  range,  and 
meridian  reference. 

.83  Metalphoto  Signs. 

A.  General .   Pictures  or  any  other  photographed  material  can  be 
reproduced  on  presensitized  anodized  aluminum  plates.   The  process  pro- 
duces a  permanent  locked-in  photograph  on  metal  in  black  on  natural 
aluminum  or  one  of  several  colors.   Photos  to  be  reproduced  must  be 
good  quality,  sharp,  glossy  prints.   Signs  can  be  made  in  sizes  up  to 
22"x26". 

B.  Using.  The  use  of  this  type  sign  is  limited  by  its  cost.   The 
cost  is  many  times  that  of  convential  signs.   Such  signs  are  adaptable 
for  use  in  locations  where  metal  signs  are  appropriate,  for  identifying 
plants  on  nature  trails,  locating  points  of  interest  at  overlooks,  and 
illustrating  wayside  exhibits. 

C.  Procuring.  Federal  Prison  Industries,  Inc.  has  facilities  for 

w       producing  finished  metalphoto  signs.   Offices  which  feel  they  have  ^       / 
M  sufficient  justification  and  need  for  this  type  sign  should  obtain   o  O^^M 

clearance  through  the  Washington  Office. 


BLM  MANUAL  ^^^^^^^  ^3 

3/6/63 


9136 

9130   -   SIGNS 

9136  CONSTRUCTION    (ERECTION) . 

Detailed  guidelines  for  the  erection  of  posters  and  signs  of  each 
functional  class  are  given  under  9135,  DESIGN  AND  UTILIZATION. 
Numerous  illustrations  are  given  showing  acceptable  mountings  and 
hangers . 

.1  General  Principles  of  Erection.  Some  general  principles  of 
mounting  and  hanger  construction  apply  in  the  erection  of  all  signs. 

A.  In  every  case,  erect  the  sign  to  harmonize  with  the  surrounding 
landscape.   For  example,  a  native  stone  base  might  be  most  appropriate 
in  a  desert  setting  while  a  post  support  of  a  local  species  of  timber 
might  be  most  appropriate  in  a  wooded  area. 

B.  Use  a  style  and  type  of  support  that  will  compliment  the  style 
and  type  of  the  actual  sign.   For  example,  steel  posts  normally  would 
not  be  used  to  support  a  rustic  routed  wood  sign  nor  would  a  native 
stone  pillar  be  used  to  support  a  painted  metal  sign. 

C.  It  is  just  as  important  that  a  sign  be  erected  so  that  it  will 
remain  plumb,  with  the  lettering  horizontal,  as  it  is  that  a  picture 
be  "square"  with  a  wall.   In  erecting  signs  make  certain  that  the  sign 
will  not  subsequently  sag  or  become  askew  because  of  a  yielding  found- 
ation, weathered  bolt  holes,  shrinking  or  bending  timbers,  or  other 
weaknesses  in  the  supports. 

D.  Use  noncorrosive  fasteners,  such  as  rods,  bolts,  nuts,  screws, 
and  washers  to  fasten  signs  to  posts  and  other  mounting  materials. 

E.  Where  permissible  to  mount  posters  and  small  metal  signs  directly 
on  trees,  use  copper  or  galvanized  nails. 

9137  MAINTENANCE. 

Keep  all  signs  neat,  legible,  and  in  good  condition.   This  will 
require  periodic  inspection.   Renew  all  paint  and  finishing  at  regular 
intervals  or  when  required.   Replace  posters  as  needed.   Remove  signs 
in  need  of  repair  at  the  beginning  of  the  minimum  use  period.   Repair 
and/or  paint  and  re-erect  prior  to  the  beginning  of  the  heavy  use 
period.   Repair  and  paint  sign  supports  at  the  time  the  signs  are 
re-erected. 
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